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INDOOR

Ra

CRI
80≥

BEAM ANGLE
120°

VOLTAGE

24V
DC 2835

LED TYPE

SMD

DIMMABLE

IP 33
IP RATE<0,2 sec.

ON

     

     

     

     

     

     

     

                     K-15601            24 V DC     10 W/m    60          2700K     1200 lm/m 

INDOOR

Ra

CRI
80≥

BEAM ANGLE
120°

VOLTAGE

24V
DC 2835

LED TYPE

SMD

DIMMABLE

IP 33
IP RATE<0,2 sec.

ON

LED STRIP 60LED SMD2835

     Code      Volt        Power   LED / m      Kelvin          Lumens

     

     

     

     

     

     

     LENGTH: 5 m

+ + + +

- - - -

24V DC 24V DC

100 mm

8 mm

INDOOR

Ra

CRI
80≥

BEAM ANGLE
120°

VOLTAGE

24V
DC 2835

LED TYPE

SMD

DIMMABLE

IP 33
IP RATE<0,2 sec.

ON

LED STRIP 180LED SMD2835

     

     

     

     

     

     

     

LENGTH: 5 m

+ + + +

- - - -

24V DC 24V DC

50 mm

8 mm

LENGTH: 5 m

+ + + +

- - - -

24V DC 24V DC

33.3 mm

10 mm

LED STRIP 120LED SMD2835

                     K-15602            24 V DC     10 W/m    60          3000K     1225 lm/m 

                     K-15603            24 V DC     10 W/m    60          4000K     1250 lm/m 

                     K-15604            24 V DC     10 W/m    60          5000K     1275 lm/m 

                     K-15605            24 V DC     10 W/m    60          6000K     1300 lm/m 

     Code      Volt        Power   LED / m      Kelvin          Lumens

                     K-15606            24 V DC   14.4 W/m   120       2700K     1728 lm/m 

                     K-15607            24 V DC   14.4 W/m   120       3000K     1764 lm/m 

                     K-15608            24 V DC   14.4 W/m   120       4000K     1800 m/m 

                     K-15609            24 V DC   14.4 W/m   120       5000K     1840 m/m 

                     K-15610            24 V DC   14.4 W/m   120       6000K     1872 m/m 

     Code      Volt        Power   LED / m      Kelvin          Lumens

                     K-15611            24 V DC   19.2 W/m   180        2700K      2304 m/m 

                     K-15612            24 V DC   19.2 W/m   180        3000K      2352 m/m 

                     K-15613            24 V DC   19.2 W/m   180        4000K      2400 m/m 

                     K-15614            24 V DC   19.2 W/m   180        5000K      2448 m/m 

                     K-15615            24 V DC   19.2 W/m   180        6000K      2496 m/m 
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                     K-15616          24 V DC    23 W/m     240        2700K        2760 lm/m 

INDOOR

Ra

CRI
80≥

BEAM ANGLE
120°

VOLTAGE

24V
DC 2835

LED TYPE

SMD

DIMMABLE

IP 33
IP RATE<0,2 sec.

ON

LED STRIP 240LED SMD2835

     Code     Volt       Power    LED/m        Kelvin            Lumens

     

     

     

LENGTH: 5m

+ + + +

- - - -

24V DC 24V DC

25 mm

10 mm

     

     

     

     

www.keremark.com

                     K-15617          24 V DC    23 W/m     240        3000K        2818 lm/m 

                     K-15618          24 V DC    23 W/m     240        4000K        2875 lm/m 

                     K-15619          24 V DC    23 W/m     240        5000K        2933 lm/m 

                     K-15620          24 V DC    23 W/m     240        6000K        2990 lm/m 

INDOOR

Ra

CRI
80≥

BEAM ANGLE
120°

VOLTAGE

24V
DC 3528

LED TYPE

SMD

DIMMABLE

IP 33
IP RATE<0,2 sec.

ON

LED STRIP 120LED SMD3528

     Code      Volt       Power    LED/m          Kelvin          Lumens

     

+ + + +

- - - -

24V DC 24V DC

8 mm 50 mm

8 mm

                     K-15218          24 V DC    9.6 W/m     120        3000K       1080 lm/m 

LENGTH: 5m
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                     K-15621        24 V DC  10 W/m    60             2700K        1200 lm/m 

Ra

CRI
80≥

BEAM ANGLE
120°

VOLTAGE

24V
DC 2835

LED TYPE

SMD

DIMMABLE<0,2 sec.

ON

     Code    Volt     Power   LED/m           Kelvin             Lumens

     

     

     

     

     

     

     

LENGTH: 5m

+ + + +

- - - -

24V DC 24V DC

100 mm

8 mm

LENGTH: 5 m

+ + + +

- - - -

24V DC 24V DC

50 mm

8 mm

IP65

IP65

LED STRIP 180LED SMD2835 IP65

LENGTH: 5 m

+ + + +

- - - -

24V DC 24V DC

33.3 mm

10 mm

IP65

LED STRIP 240LED SMD2835 IP65

LENGTH: 5 m

+ + + +

- - - -

24V DC 24V DC

25 mm

10 mm

     

     

     

     

IP65

LED STRIP 120LED SMD2835 IP65

LED STRIP 60LED SMD2835 IP65

www.keremark.com

IP RATE

                     K-15622        24 V DC  10 W/m    60             3000K        1225 lm/m 

                     K-15623        24 V DC  10 W/m    60             4000K        1250 lm/m 

                     K-15624        24 V DC  10 W/m    60             5000K        1275 lm/m 

                     K-15625        24 V DC  10 W/m    60             6000K        1300 lm/m 

Ra

CRI
80≥

BEAM ANGLE
120°

VOLTAGE

24V
DC 2835

LED TYPE

SMD

DIMMABLE<0,2 sec.

ON

IP RATE

     

     

     

     

     

     

     

     Code    Volt     Power   LED/m           Kelvin             Lumens

                     K-15626        24 V DC 14.4 W/m   120            2700K        1728 lm/m 

                     K-15627        24 V DC 14.4 W/m   120            3000K        1764 lm/m 

                     K-15628        24 V DC 14.4 W/m   120            4000K        1800 lm/m 

                     K-15629        24 V DC 14.4 W/m   120            5000K        1840 lm/m 

                     K-15630        24 V DC 14.4 W/m   120            6000K        1872 lm/m 

Ra

CRI
80≥

BEAM ANGLE
120°

VOLTAGE

24V
DC 2835

LED TYPE

SMD

DIMMABLE<0,2 sec.

ON

IP RATE

     

     

     

     

     

     

     

     Code    Volt     Power   LED/m           Kelvin             Lumens

                     K-15631        24 V DC 19.2 W/m   180            2700K        2304 lm/m 

                     K-15632        24 V DC 19.2 W/m   180            3000K        2352 lm/m 

                     K-15633        24 V DC 19.2 W/m   180            4000K        2400 lm/m 

                     K-15634        24 V DC 19.2 W/m   180            5000K        2448 lm/m 

                     K-15635        24 V DC 19.2 W/m   180            6000K        2496 lm/m 

Ra

CRI
80≥

BEAM ANGLE
120°

VOLTAGE

24V
DC 2835

LED TYPE

SMD

DIMMABLE<0,2 sec.

ON

IP RATE

     

     

     

     

     

     

     

     Code    Volt     Power   LED/m           Kelvin             Lumens

                     K-15636        24 V DC    23 W/m   240            2700K        2760 lm/m 

                     K-15637        24 V DC    23 W/m   240            3000K        2818 lm/m 

                     K-15638        24 V DC    23 W/m   240            4000K        2875 lm/m 

                     K-15639        24 V DC    23 W/m   240            5000K        2933 lm/m 

                     K-15640        24 V DC    23 W/m   240            6000K        2990 lm/m 
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INDOOR

Ra

CRI
80≥

BEAM ANGLE
180°

VOLTAGE

24V
DC COB

LED TYPE DIMMABLE

IP 43
IP RATE<0,2 sec.

ON

LED STRIP COB SINGLE COLOR

LENGTH: 5 m

+ + +

- - -

24V DC 24V DC

50 mm

10 mm
+

-

www.keremark.com

     

     

     

     

     

     Code    Volt     Power   LED/m           Kelvin             Lumens

                     K-15334        24 V DC    10 W/m   380            2700K        1600 lm/m 

                     K-15335        24 V DC    10 W/m   380            3000K        1600 lm/m 

                     K-15336        24 V DC    10 W/m   380            4000K        1650 lm/m 

                     K-15337        24 V DC    10 W/m   380            5000K        1650 lm/m 
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LED STRIP  RGBW

LENGTH: 5 m

                     K-15326        24 V DC  19.2 W/m   60         RGB+2700K  1320 lm/m 

     Code    Volt     Power   LED/m           Kelvin             Lumens

     

     

     

     

     

     

     

                     K-15327        24 V DC  19.2 W/m   60         RGB+3000K  1320 lm/m 

                     K-15328        24 V DC  19.2 W/m   60         RGB+4000K  1350 lm/m 

                     K-15329        24 V DC  19.2 W/m   60         RGB+5000K  1380 lm/m 

                     K-15330        24 V DC  19.2 W/m   60         RGB+6000K  1380 lm/m 

IP 33
IP RATE

LED STRIP  RGB

LENGTH: 5 m

IP 33
IP RATE

                     K-15245        24 V DC  14.4 W/m   60             RGB  

     Code    Volt     Power   LED/m           Kelvin             

     

     

LENGTH: 5 m

LED STRIP DIGITAL  RGB

     Code    Volt     Power   LED/m           Kelvin               IC             

                     K-15323          5 V DC  14.4 W/m   60              RGB           WS2812B  

IP 33
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                         DC12~24V          Max. 6A/Channel                        30m                     85*45*22.5mm               K-107

SINGLE COLOR LED Strip Controller  

     Code          Input                      Output                         Control                  

     
   K-136

●

 Total output Max. 10A

  

   85mm

4
5
m

m
2
2
.5

m
m

3 800234 650661

www.keremark.com MADE IN P.R.C.

SKU: K-136

SINGLE COLOR 

LED STRIP CONTROLLER

LED V-

LED V+

LED V-

LED V+

Input/Output Voltage: 12~24V

Output: Max. 6A/Channel

Total output max. 10A

P
O

W
E

R
P

O
W

E
R

+
-

                    2.4GHz RF remote controllable, control distance within 30 meters 

                    Brightness Dimming●

RGB LED Strip Controller  

●                    2.4GHz RF remote controllable, control distance within 30 meters 

                    RGB color changing & brightness dimmable●

RGBW LED Strip Controller  

●                      2.4GHz RF remote controllable, control distance within 30 meters 

                      RGB color changing & brightness dimmable●

  3 800234 650678

www.keremark.com MADE IN P.R.C.

SKU: K-137

RGB 
LED STRIP CONTROLLER

 V+

Input/Output Voltage: 12~24V

Output: Max. 6A/Channel

Total output max. 10A

P
O

W
E

R
P

O
W

E
R

+
-

R

G

B

   85mm

4
5
m

m
2
2
.5

m
m

   85mm

4
5
m

m
2
2
.5

m
m

3 800234 650685

www.keremark.com MADE IN P.R.C.

SKU: K-138

RGBW 
LED STRIP CONTROLLER

  

 V+

Input/Output Voltage: 12~24V

Output: Max. 6A/Channel

Total output max. 10A

P
O

W
E

R
P

O
W

E
R

+
-

R

G

B

W

www.keremark.com

Distance
 Size                    Copatible 

Remote  

                         DC12~24V          Max. 6A/Channel                        30m                     85*45*22.5mm               K-192

     Code          Input                      Output                         Control                  

     
   K-137

 Total output Max. 10A

  

Distance
 Size                    Copatible 

Remote  

                         DC12~24V          Max. 6A/Channel                        30m                     85*45*22.5mm               K-192

     Code          Input                      Output                         Control                  

     
   K-138

 Total output Max. 10A

  

Distance
 Size                    Copatible 

Remote  
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SINGLE COLOR REMOTE CONTROLLER  

    

●

  

                      Dimmable and color temperature adjustable 

                      Individed 4 zones group lighting separately●
53mm

1
1
0
.5
m
m

22mm

RGB+CCT REMOTE CONTROLLER  
    

●

  

                      Dimmable and color temperature adjustable 

                      Individed 4-zones group lighting separately●

www.keremark.com

                      3V(AAA*2PCS)                    2.4GHz                        GFSK                            30m

     Code          Working             Transmission                      

     
   K-192

 Voltage 
  Modulation                  Control           

Frequency Method Distance

SINGLE COLOR REMOTE CONTROLLER  

●

  

  
  ●

                      3V(AAA*2PCS)                    2.4GHz                        GFSK                            30m

     Code          Working             Transmission                      

     
   K-107

 Voltage 
  Modulation                  Control           

Frequency Method Distance
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                      K-15700             220V AC  12 W/m      120          2700K      1340 lm/m 

LED STRIP SLIM 220V

     Code        Volt      Power    LED/m          Kelvin          Lumens

     

     

     
                      K-15701             220V AC  12 W/m      120          3000K      1380 lm/m 

                      K-15702             220V AC  12 W/m      120          4000K      1440 lm/m 
     

     

     
                      K-15703             220V AC  12 W/m      120          5000K      1470 lm/m 

                      K-15704             220V AC  12 W/m      120          6000K      1500 lm/m 
     

INDOOR

Ra

CRI
80≥

BEAM ANGLE
120°

VOLTAGE

220V
2835

LED TYPE

SMD

DIMMABLE

IP 33
IP RATE<0,2 sec.

ON
AC

5M
Roll

LENGTH: 5m

+ +

- -

220V AC 220V AC

100 mm

10 mm

IP 33

08
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50M

Input AC90-270V, IC-inside,No need extra AC driver,
10cm short cuttable length,50m without voltage drop ,
same brightness from the beginning to the end, less
soldering points less quality problem,time and cost
saving,convenient for long distance installation.

2700K 3000K 4000K 5000K

RED GREEN BLUE

6000K

K-15345 K-15346 K-15347 K-15348 K-15349

K-15350 K-15351 K-15352

K-AC-220 K-JUN-220 K-END-220 K-CLIP-220

  AC90-270V LED STRIP LIGHT 

lm/W
  145

EFFICIENCY

2
     WARRANTY

YEARS
VOLTAGE

 90V

270V

2835
LED TYPEIP RATE

IP 67
 POWER

 9W/m  SMD 
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IP20
IP RATE

50/60Hz
FREQUENCYINPUT VOLTAGE

110V

260V

IP20
IP RATE

50/60Hz
FREQUENCYINPUT VOLTAGE

110V

260V

IP20
IP RATE

50/60Hz
FREQUENCYINPUT VOLTAGE

110V

260V 2
     WARRANTY

YEARS

2
     WARRANTY

YEARS

2
     WARRANTY

YEARS

www.keremark.com

                         K-36W-12       110~260V    12V                  36W                       3A

POWER SUPPLY 36W 

     Code   Input   Output    Power Max      Courrent Max         

     

     

     

     
                         K-36W-24       110~260V    24V                  36W                      1.5A

                         K-60W-12       110~260V    12V                  60W                       5A

POWER SUPPLY 60W 

     Code   Input   Output    Power Max      Courrent Max         

     

     

     

     
                         K-60W-24       110~260V    24V                  60W                      2.5A

                         K-100W-12       110~260V    12V                100W                    8.33A

POWER SUPPLY 100W 

     Code   Input   Output    Power Max      Courrent Max         

     

     

     

     
                         K-100W-24       110~260V    24V                100W                    4.17A
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IP20
IP RATE

50/60Hz
FREQUENCYINPUT VOLTAGE

110V

260V

IP20
IP RATE

50/60Hz
FREQUENCYINPUT VOLTAGE

110V

260V

IP20
IP RATE

50/60Hz
FREQUENCYINPUT VOLTAGE

110V

260V

2
     WARRANTY

YEARS

2
     WARRANTY

YEARS

2
     WARRANTY

YEARS

www.keremark.com

                         K-250W-12       110~260V    12V                250W                   28.8A

POWER SUPPLY 250W 

     Code   Input   Output    Power Max      Courrent Max         

     

     

     

     
                         K-250W-24       110~260V    24V                250W                   10.4A

                         K-200W-12       110~260V    12V                200W                   16.6A

POWER SUPPLY 200W 

     Code   Input   Output    Power Max      Courrent Max         

     

     

     

     
                         K-200W-24       110~260V    24V                200W                     8.3A

                         K-150W-12       110~260V    12V                150W                   12.5A

POWER SUPPLY 150W 

     Code   Input   Output    Power Max      Courrent Max         

     

     

     

     
                         K-150W-24       110~260V    24V                150W                     6.5A
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IP20
IP RATE

50/60Hz
FREQUENCYINPUT VOLTAGE

110V

260V

IP20
IP RATE

50/60Hz
FREQUENCYINPUT VOLTAGE

110V

260V

IP20
IP RATE DIMMABLE TRIAC DIMMABLE 0-10V

DIMMABLE TRIAC DIMMABLE 0-10V

2
     WARRANTY

YEARS

2
     WARRANTY

YEARS

www.keremark.com

                         K-150W-12D       110~260V    12V                150W                   12.5A

POWER SUPPLY 150W DIMMABLE 

     Code   Input   Output    Power Max      Courrent Max         

     

     

     

     
                         K-150W-24D       110~260V    24V                150W                     6.5A

                         K-200W-12D       110~260V    12V             200W                   16.7A

POWER SUPPLY 200W DIMMABLE 

     Code   Input   Output    Power Max      Courrent Max         

     

     

     

     
                         K-200W-24D       110~260V    24V             200W                    8.33A

12
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IP 67
IP RATE

50/60Hz
FREQUENCYINPUT VOLTAGE

110V

260V

                         K-14208           110~260V    24V                150W                      6.25A

POWER SUPPLY IP67 150W 

     Code      Input     Output   Power Max         Courrent Max         

     

     

2
     WARRANTY

YEARS

VDE      0.75mm x3C(200mm) VDE      0.75mm x3C(200mm) 

AC INPUT 

DC OUTPUT FG/L (Green/Yellow)

AC /N(Blue)

AC /L(Brown) +
 - -V (Blue)

+V (Brown)

163mm

187mm

6
9

m
m

1
9

m
m

IP 67
IP RATE

50/60Hz
FREQUENCYINPUT VOLTAGE

110V

260V 2
     WARRANTY

YEARS

DC OUTPUT 
-V (Blue)

+V (Brown)

8
0
m

m

203mm

227mm

AC INPUT 

FG/L (Green/Yellow)

AC /N(Blue)

AC /L(Brown) +
 -

3
9
m

mVDE      0.75mm x3C(200mm) VDE      0.75mm x3C(200mm) 

                         K-14210           110~260V    24V                250W                     10.41A

POWER SUPPLY IP67 250W 

     Code      Input     Output   Power Max         Courrent Max         

     

13
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Led Panel Light

Applications:
   Commercial Lighting      Home Lighting         Office Lighting

   Excellent Luminous Effect
   Energy Saving & Environmental Protection
   Good Performance in heat-dissipation

   Decorative、Fashional & Easy to Install

Product Features

PARTNERSHIP WITH  - Tsong



                         36W    2900~3100K         3780lm

BACK LIT PANEL 60X60 

     Code      Power     Kelvin       Lumens          

     

     

K-E1000

                         36W    4000~4500K         3960lm

     
K-E1001

                         36W    5500~6000K         3960lm

     
K-E1002

                         40W    2900~3100K         4200lm

BACK LIT PANEL 62X62 

     Code      Power      Kelvin      Lumens          

     

     

K-E1003

                         40W    4000~4500K         4400lm

     
K-E1004

                         40W    5500~6000K         4400lm

     
K-E1005

www.keremark.com

Ra

CRI
80≥

BEAM ANGLE
120°

OPERATING VOLTAGE

36V
DC IP 41

IP RATE

PF

POWER FACTOR

0,95> 50/60Hz
FREQUENCY

lm/W
105~110

EFFICIENCY

2835
LED TYPE

SMD

48PCS

200V
240V

VOLTAGE

-

     LIFE TIME 

     50.000H 5
     WARRANTY

YEARS
1.9

        WEIGHT         CLASS III

Ra

CRI
80≥

BEAM ANGLE
120°

OPERATING VOLTAGE

36V
DC IP 41

IP RATE

PF

POWER FACTOR

0,95> 50/60Hz
FREQUENCY

lm/W
105~110

EFFICIENCY

2835
LED TYPE

SMD

48PCS

200V
240V

VOLTAGE

-

     LIFE TIME 

     50.000H 5
     WARRANTY

YEARS
  2

        WEIGHT         CLASS III

       EN 62471       EN 62471

      RG 0

       EN 62471       EN 62471

      RG 0

14
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                         36W    2900~3100K         3780lm

BACK LIT PANEL 30X120 

     Code       Power     Kelvin      Lumens          

     

     

K-E1006

                         36W    4000~4500K         3960lm

     
K-E1007

                         36W    5500~6000K         3960lm

     
K-E1008

                         60W    2900~3100K         6300lm

BACK LIT PANEL 120X60 

     Code      Power      Kelvin       Lumens          

     

     

K-E1009

                         60W    4000~4500K         6600lm

     
K-E1010

                         60W    5500~6000K         6600lm

     
K-E1011

www.keremark.com

Ra

CRI
80≥

BEAM ANGLE
120°

OPERATING VOLTAGE

36V
DC IP 41

IP RATE

PF

POWER FACTOR

0,95> 50/60Hz
FREQUENCY

lm/W
105~110

EFFICIENCY

2835
LED TYPE

SMD

48PCS

200V
240V

VOLTAGE

-

     LIFE TIME 

     50.000H 5
     WARRANTY

YEARS
1.9

        WEIGHT         CLASS III

      RG 0

Ra

CRI
80≥

BEAM ANGLE
120°

OPERATING VOLTAGE

36V
DC IP 41

IP RATE

PF

POWER FACTOR

0,95> 50/60Hz
FREQUENCY

lm/W
105~110

EFFICIENCY

2835
LED TYPE

SMD

96PCS

200V
240V

VOLTAGE

-

     LIFE TIME 

     50.000H 5
     WARRANTY

YEARS
  4.1

        WEIGHT         CLASS III

       EN 62471       EN 62471

      RG 0

       EN 62471       EN 62471

      RG 0
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                         36W    2900~3100K         3780lm

BACK LIT PANEL 60X60 UGR<19 

     Code      Power      Kelvin       Lumens          

     

     

K-E1024

                         36W    4000~4500K         3960lm

     
K-E1025

                         36W    5500~6000K         3960lm

     
K-E1026

                         40W    2900~3100K         4200lm

BACK LIT PANEL 62X62 UGR<19 

     Code    Power      Kelvin        Lumens          

     

     

K-E1027

                         40W    4000~4500K         4400lm

     
K-E1028

                         40W    5500~6000K         4400lm

     
K-E1029

www.keremark.com

Ra

CRI
80≥

BEAM ANGLE
120°

OPERATING VOLTAGE

36V
DC IP 41

IP RATE

PF

POWER FACTOR

0,95> 50/60Hz
FREQUENCY

lm/W
105~110

EFFICIENCY

2835
LED TYPE

SMD

48PCS

200V
240V

VOLTAGE

-

     LIFE TIME 

     50.000H 5
     WARRANTY

YEARS
1.9

        WEIGHT         CLASS IIIFLICKER-FREE

UGR

UGR
19<

Ra

CRI
80≥

BEAM ANGLE
120°

OPERATING VOLTAGE

36V
DC IP 41

IP RATE

PF

POWER FACTOR

0,95> 50/60Hz
FREQUENCY

lm/W
105~110

EFFICIENCY

2835
LED TYPE

SMD

48PCS

200V
240V

VOLTAGE

-

     LIFE TIME 

     50.000H 5
     WARRANTY

YEARS
2

        WEIGHT         CLASS IIIFLICKER-FREE

UGR

UGR
19<

      RG 0

       EN 62471       EN 62471

      RG 0

      RG 0

       EN 62471       EN 62471

      RG 0

16
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                         36W    2900~3100K         3780lm

BACK LIT PANEL 30X120 UGR<19 

     Code    Power       Kelvin      Lumens          

     

     

K-E1030

                         36W    4000~4500K         3960lm

     
K-E1031

                         36W    5500~6000K         3960lm

     
K-E1032

Led Panel Light

Applications:
   Commercial Lighting      Home Lighting         Office Lighting

   Excellent Luminous Effect
   Energy Saving & Environmental Protection
   Good Performance in heat-dissipation

   Decorative、Fashional & Easy to Install

Product Features

www.keremark.com

Ra

CRI
80≥

BEAM ANGLE
120°

OPERATING VOLTAGE

36V
DC IP 41

IP RATE

PF

POWER FACTOR

0,95> 50/60Hz
FREQUENCY

lm/W
105~110

EFFICIENCY

2835
LED TYPE

SMD

48PCS

200V
240V

VOLTAGE

-

     LIFE TIME 

     50.000H 5
     WARRANTY

YEARS
1.9

        WEIGHT         CLASS IIIFLICKER-FREE

UGR

UGR
19<

      RG 0

       EN 62471       EN 62471

      RG 0

17
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                         36W    2900~3100K         3960lm

RALF PANEL 30X120 

     Code      Power      Kelvin      Lumens          

     

     

K-E1043

                         36W    4000~4500K         4140lm

     
K-E1044

                         36W    5000~5500K         4320lm

     
K-E1045

1194mm

2
9

5
m

m

11.3mm

                         36W    2900~3100K         3960lm

RALF PANEL 60X60 

     Code     Power      Kelvin        Lumens          

     

     

K-E1040

                         36W    4000~4500K         4140lm

     
K-E1041

                         36W    5000~5500K         4320lm

     
K-E1042

595mm

5
9

5
m

m

9mm

www.keremark.com

Ra

CRI
80≥

BEAM ANGLE
120°

OPERATING VOLTAGE

40V
DC IP 41

IP RATE

PF

POWER FACTOR

0,95> 50/60Hz
FREQUENCY

lm/W
110~120

EFFICIENCY

4014
LED TYPE

SMD

210PCS

200V
240V

VOLTAGE

-

     LIFE TIME 

     50.000H 5
     WARRANTY

YEARS
  3

        WEIGHT         CLASS III

Ra

CRI
80≥

BEAM ANGLE
120°

OPERATING VOLTAGE

40V
DC IP 41

IP RATE

PF

POWER FACTOR

0,95> 50/60Hz
FREQUENCY

lm/W
110~120

EFFICIENCY

4014
LED TYPE

SMD

210PCS

200V
240V

VOLTAGE

-

     LIFE TIME 

     50.000H 5
     WARRANTY

YEARS
  3.2

        WEIGHT         CLASS III

      RG 0

       EN 62471       EN 62471

      RG 0

      RG 0

       EN 62471       EN 62471

      RG 0
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                         40W    2900~3100K         4400lm

RALF PANEL 62X62 

     Code     Power       Kelvin      Lumens          

     

     

K-E1046

                         40W    4000~4500K         4600lm

     
K-E1047

                         40W    5000~5500K         4800lm

     
K-E1048

620mm

6
2

0
m

m

11.3mm

1195mm

5
9
5
m

m

11.3mm

                         60W    2900~3100K         6000lm

RALF PANEL 60X120 

     Code      Power      Kelvin       Lumens          

     

     

K-E1049

                         60W    4000~4500K         6300lm

     
K-E1050

                         60W    5000~5500K         6600lm

     
K-E1051

www.keremark.com

Ra

CRI
80≥

BEAM ANGLE
120°

OPERATING VOLTAGE

40V
DC IP 41

IP RATE

PF

POWER FACTOR

0,95> 50/60Hz
FREQUENCY

lm/W
110~120

EFFICIENCY

4014
LED TYPE

SMD

224PCS

200V
240V

VOLTAGE

-

     LIFE TIME 

     50.000H 5
     WARRANTY

YEARS
  3.5

        WEIGHT         CLASS III

Ra

CRI
80≥

BEAM ANGLE
120°

OPERATING VOLTAGE

40V
DC IP 41

IP RATE

PF

POWER FACTOR

0,95> 50/60Hz
FREQUENCY

lm/W
100~110

EFFICIENCY

4014
LED TYPE

SMD

420PCS

200V
240V

VOLTAGE

-

     LIFE TIME 

     50.000H 5
     WARRANTY

YEARS
    6

        WEIGHT         CLASS III

      RG 0

       EN 62471       EN 62471

      RG 0

      RG 0

       EN 62471       EN 62471

      RG 0
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                         36W    2900~3100K         3960lm

RALF UGR PANEL 30X120 

    Code       Power     Kelvin       Lumens          

     

     

K-E1055

                         36W    4000~4500K         4140lm

     
K-E1056

                         36W    5000~5500K         4320lm

     
K-E1057

1194mm

2
9

5
m

m

11.3mm

                         36W    2900~3100K         3960lm

RALF UGR PANEL 60X60 

     Code      Power     Kelvin       Lumens          

     

     

K-E1052

                         36W    4000~4500K         4140lm

     
K-E1053

                         36W    5000~5500K         4320lm

     
K-E1054

595mm

5
9

5
m

m

9mm

www.keremark.com

Ra

CRI
80≥

BEAM ANGLE
120°

OPERATING VOLTAGE

40V
DC IP 41

IP RATE

PF

POWER FACTOR

0,95> 50/60Hz
FREQUENCY

lm/W
110~120

EFFICIENCY

4014
LED TYPE

SMD

210PCS

200V
240V

VOLTAGE

-

     LIFE TIME 

     50.000H 5
     WARRANTY

YEARS
  3

        WEIGHT         CLASS III

UGR

UGR
19<

Ra

CRI
80≥

BEAM ANGLE
120°

OPERATING VOLTAGE

40V
DC IP 41

IP RATE

PF

POWER FACTOR

0,95> 50/60Hz
FREQUENCY

lm/W
110~120

EFFICIENCY

4014
LED TYPE

SMD

210PCS

200V
240V

VOLTAGE

-

     LIFE TIME 

     50.000H 5
     WARRANTY

YEARS
  3.2

        WEIGHT         CLASS III

UGR

UGR
19<

      RG 0

       EN 62471       EN 62471

      RG 0

      RG 0

       EN 62471       EN 62471

      RG 0
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                         40W    2900~3100K         4400lm

RALF UGR PANEL 62X62 

    Code      Power      Kelvin       Lumens          

     

     

K-E1058

                         40W    4000~4500K         4600lm

     
K-E1059

                         40W    5000~5500K         4800lm

     
K-E1060

620mm

6
2

0
m

m

11.3mm

www.keremark.com

Ra

CRI
80≥

BEAM ANGLE
120°

OPERATING VOLTAGE

40V
DC IP 41

IP RATE

PF

POWER FACTOR

0,95> 50/60Hz
FREQUENCY

lm/W
110~120

EFFICIENCY

4014
LED TYPE

SMD

224PCS

200V
240V

VOLTAGE

-

     LIFE TIME 

     50.000H 5
     WARRANTY

YEARS
  3.5

        WEIGHT         CLASS III

UGR

UGR
19<

      RG 0

       EN 62471       EN 62471

      RG 0

21

PARTNERSHIP WITH  - Tsong



                         10W    2900~3100K         700lm

SENECA PANEL 20X20 

     Code       Power     Kelvin     Lumens          

     

     

K-E1071

                         10W    4000~4500K         750lm

     
K-E1072

                         10W    5000~5500K         800lm

     
K-E1073

195mm

1
9

5
m

m

9mm

                         18W    2900~3100K         1260lm

SENECA PANEL 30X30 

     Code       Power      Kelvin       Lumens          

     

     

K-E1074

                         18W    4000~4500K         1350lm

     
K-E1075

                         18W    5000~5500K         1440lm

     
K-E1076

295mm

2
9

5
m

m

9mm

www.keremark.com

Ra

CRI
80≥

BEAM ANGLE
120°

OPERATING VOLTAGE

36V
DC IP 41

IP RATE

PF

POWER FACTOR

0,9> 50/60Hz
FREQUENCY

lm/W
80

EFFICIENCY

4014
LED TYPE

SMD

 50PCS

200V
240V

VOLTAGE

-

     LIFE TIME 

     50.000H 5
     WARRANTY

YEARS

  0.85

        WEIGHT         CLASS III

Ra

CRI
80≥

BEAM ANGLE
120°

OPERATING VOLTAGE

36V
DC IP 41

IP RATE

PF

POWER FACTOR

0,9> 50/60Hz
FREQUENCY

lm/W
80

EFFICIENCY

4014
LED TYPE

SMD

 84PCS

200V
240V

VOLTAGE

-

     LIFE TIME 

     50.000H 5
     WARRANTY

YEARS

  1.05

        WEIGHT         CLASS III

      RG 0

       EN 62471       EN 62471

      RG 0

      RG 0

       EN 62471       EN 62471

      RG 0

22
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                         24W    2900~3100K         1680lm

SENECA PANEL 30X60 

       Code        Power     Kelvin      Lumens          

     

     

K-E1077

                         24W    4000~4500K         1800lm

     
K-E1078

                         24W    5000~5500K         1920lm

     
K-E1079

595mm

2
9
5
m

m

9mm

                         40W    2900~3100K         2800lm

SENECA PANEL 30X120 

       Code        Power     Kelvin       Lumens          

     

     

K-E1080

                         40W    4000~4500K         3000lm

     
K-E1081

                         40W    5000~5500K         3200lm

     
K-E1082

1195mm

2
9
5
m

m

11.3mm

www.keremark.com

Ra

CRI
80≥

BEAM ANGLE
120°

OPERATING VOLTAGE

36V
DC IP 41

IP RATE

PF

POWER FACTOR

0,9> 50/60Hz
FREQUENCY

lm/W
80

EFFICIENCY

4014
LED TYPE

SMD

132PCS

200V
240V

VOLTAGE

-

     LIFE TIME 

     50.000H 5
     WARRANTY

YEARS

  1.8

        WEIGHT         CLASS III

Ra

CRI
80≥

BEAM ANGLE
120°

OPERATING VOLTAGE

36V
DC IP 41

IP RATE

PF

POWER FACTOR

0,9> 50/60Hz
FREQUENCY

lm/W
80

EFFICIENCY

4014
LED TYPE

SMD

180PCS

200V
240V

VOLTAGE

-

     LIFE TIME 

     50.000H 5
     WARRANTY

YEARS

  3.2

        WEIGHT         CLASS III

      RG 0

       EN 62471       EN 62471

      RG 0

      RG 0

       EN 62471       EN 62471

      RG 0
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                         45W    2900~3100K         3600lm

SENECA PANEL 30X150 

        Code     Power     Kelvin       Lumens          

     

     

K-E1083

                         45W    4000~4500K         3600lm

     
K-E1084

                         45W    5500~6000K         3850lm

     
K-E1085

1459mm

2
9
5
m

m

11.3mm

                         40W    2900~3100K         2800lm

SENECA PANEL 60X60 

         Code      Power      Kelvin       Lumens          

     

     

K-E1086

                         40W    4000~4500K         3000lm

     
K-E1087

                         40W    5000~5500K         3200lm

     
K-E1088

595mm

5
9

5
m

m

9mm

www.keremark.com

Ra

CRI
80≥

BEAM ANGLE
120°

OPERATING VOLTAGE

36V
DC IP 41

IP RATE

PF

POWER FACTOR

0,9> 50/60Hz
FREQUENCY

lm/W
85

EFFICIENCY

4014
LED TYPE

SMD

252PCS

200V
240V

VOLTAGE

-

     LIFE TIME 

     50.000H 5
     WARRANTY

YEARS

  3.9

        WEIGHT         CLASS III

Ra

CRI
80≥

BEAM ANGLE
120°

OPERATING VOLTAGE

36V
DC IP 41

IP RATE

PF

POWER FACTOR

0,9> 50/60Hz
FREQUENCY

lm/W
80

EFFICIENCY

4014
LED TYPE

SMD

 180PCS

200V
240V

VOLTAGE

-

     LIFE TIME 

     50.000H 5
     WARRANTY

YEARS

    3

        WEIGHT         CLASS III

      RG 0

       EN 62471       EN 62471

      RG 0

      RG 0

       EN 62471       EN 62471

      RG 0

24

PARTNERSHIP WITH  - Tsong



                         45W    2900~3100K       3150lm

SENECA PANEL 62X62 

     Code          Power      Kelvin     Lumens          

     

     

K-E1089

                         45W    4000~4500K       3375lm

     
K-E1090

                         45W    5000~5500K       3600lm

     
K-E1091

620mm

6
2

0
m

m

11.3mm

www.keremark.com

Ra

CRI
80≥

BEAM ANGLE
120°

OPERATING VOLTAGE

36V
DC IP 41

IP RATE

PF

POWER FACTOR

0,9> 50/60Hz
FREQUENCY

lm/W
80

EFFICIENCY

4014
LED TYPE

SMD

216PCS

200V
240V

VOLTAGE

-

     LIFE TIME 

     50.000H 5
     WARRANTY

YEARS

    3.5

        WEIGHT         CLASS III

      RG 0

       EN 62471       EN 62471

      RG 0

25
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  VICTORY 

 

Ra

CRI
80≥

BEAM ANGLE
330°

IP 20
IP RATE

PF

POWER FACTOR

0,9> 

lm/W
130

EFFICIENCY

2835
LED TYPE

SMD

100V
240V

VOLTAGE

-

     LIFE TIME 

     30.000H

2
     WARRANTY

YEARS

 ø26*L588  1170LM

 ø26*L898  1560LM

 ø26*L1198  2340LM

 ø26*L1498  3120LM

      Code              Power                  Kelvin           Dimensions               Lumens          
     

K-2051/3
K-2051/4
K-2051/6
K-2052/3
K-2052/4
K-2052/6

K-2053/4

K-2054/3

K-2053/3

K-2053/6

K-2054/6
K-2054/4

3000K
4000K
6000K
3000K
4000K
6000K
3000K
4000K
6000K

3000K

6000K
4000K

9W

12W

18W

24W

    BASE

T8
G13

       EN 62471       EN 62471

      RG 0

26



www.keremark.com

  ARTHUR ADJUSTABLE

 

   

K-E2060          24W           3000K          2880lm        600*70*68mm           

Sku  Power Kelvin               Size   

     

              Lumens   

K-E2061          24W           4000K          2880lm        600*70*68mm           

K-E2062          24W           6000K          2880lm        600*70*68mm           
     K-E2063          36W           3000K          4320lm      1200*70*68mm           

K-E2064          36W           4000K          4320lm      1200*70*68mm           
     K-E2065          36W           6000K          4320lm      1200*70*68mm           

K-E2066          50W           3000K          6000lm      1500*70*68mm           
     K-E2067          50W           4000K          6000lm      1500*70*68mm           

K-E2068          50W           6000K          6000lm      1500*70*68mm           

  COSMO 

   

K-E2069          24W           3000K          2880lm        600*70*68mm           

Sku  Power Kelvin               Size   

     

              Lumens   

K-E2070          24W           4000K          2880lm        600*70*68mm           

K-E2071          24W           6000K          2880lm        600*70*68mm           
     K-E2072          36W           3000K          4320lm      1200*70*68mm           

K-E2073          36W           4000K          4320lm      1200*70*68mm           
     K-E2074          36W           6000K          4320lm      1200*70*68mm           

K-E2075          50W           3000K          6000lm      1500*70*68mm           
     K-E2076          50W           4000K          6000lm      1500*70*68mm           

K-E2077          50W           6000K          6000lm      1500*70*68mm           

  COSMO LINKABLE 

lm/W
  130

EFFICIENCY

5
     WARRANTY

YEARS

PF

POWER FACTOR

0,95> 
VOLTAGE

220V

240V
50/60Hz

FREQUENCY LED TYPEDRIVER

   

   

K-E2011          40W           4000K         5200lm       1221*74*64mm           

Sku  Power Kelvin               Size   

     

              Lumens   

K-E2012          60W           4000K         7800lm      1502*74*64mm           

 BRIDGELUX OSRAM
  IK RATEIP RATE

lm/W
  120

EFFICIENCY

3
     WARRANTY

YEARS

PF

POWER FACTOR

0,90> 
VOLTAGE

220V

240V
50/60Hz

FREQUENCY

 SMD 2835
LED TYPEDRIVER

    LG OSRAM
IP RATE   IK RATE        EN 62471       EN 62471

      RG 0

       EN 62471       EN 62471

      RG 0

lm/W
  120

EFFICIENCY

3
     WARRANTY

YEARS

PF

POWER FACTOR

0,90> 
VOLTAGE

220V

240V
50/60Hz

FREQUENCY

 SMD 2835
LED TYPEDRIVER

    LG OSRAM
IP RATE   IK RATE        EN 62471       EN 62471

      RG 0

27
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  UNIVERSAL TRACK 

K-8101           4450~8950lm 

Sku  Power  Kelvin           Lumens  

3000~5000K  32~64W
     

           Installation

     Track

K-8102           4450~8950lm 3000~5000K  32~64W      Suspension

Lens 90°

> Tri-color CCT : 3000/5000K , Mixed :4000K

> Function : ON-OFF  (Optional 1-10V and Dali dimming)  

> Wattage:  32~64W adjustable

• Options 

> Installation : Track / Suspension 

> Replacement for Nornal Track Light, 

• Application

> Warehouses , Factories, Supermarkets

> Viewing angle: 90° (Optional: 30/60/Double 25 viewing angle)

lm/W
  140

EFFICIENCY

5
     WARRANTY

YEARS IP 20
IP RATE

PF

POWER FACTOR

0,95> 
VOLTAGE

200V

240V
50/60Hz

FREQUENCY

 SMD
LED TYPE

 2835
       EN 62471       EN 62471

      RG 0

28
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BEAM ANGLE
120° lm/W

  160
EFFICIENCY

5
     WARRANTY

YEARS

 CHARLY 

IP65
IP RATE INDOOR & OUTDOOR

PF

POWER FACTOR

0,95> Ra

CRI
80≥

VOLTAGE
200V

240V

50/60Hz
FREQUENCYPROTECTION

CLASS I

SAMSUNG

LED TYPE

DRIVER

 LIFUD

     DIMMABLE

SMD
2835

K-10497           16000lm 

Sku  Power Kelvin           Lumens  

4000K  100W
     
K-10501           24000lm 4000K  150W

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

UNITcd:

C0 1801100/ , . °
UNITcd:

C30 2101101/ , . °

UNITcd:

C60 2401101/ , . °

UNITcd:

C90 2701103/ , . °
AVERAGE EAMANGLE 50 1101DEGB ( %): .

0

1500

3000

4500

6000

7500

Bracket Optional
Dimensions:

4
6

8
0

.

5
6
8
0

.

1
6
0
1
8

.

ø 305.23

ø 213.00

100 / 150W 

       EN 62471       EN 62471

      RG 0

  IK RATE

K-10505           32000lm 4000K  200W
     
K-10509           38400lm 4000K  240W

6
4

0
0

. 7
9

0
0

.
1

8
2

3
9

.

33600.

∅33600.

∅21300.

200 / 240W 

29
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 JORDON 

   

100W

 

150W 200W

K-E5000          15000 lm 

Sku  Power Kelvin           Lumens 
 

4000K 100 W
     
K-E5001          15000 lm 5700K 100 W

K-E5002          22500 lm 4000K 150 W
     
K-E5003    22500 lm 5700K 150 W

K-E5004    30000 lm 4000K 200 W
     
K-E5005        30000 lm 5700K 200 W

BEAM ANGLE
110°

lm/W
  150

EFFICIENCY

5
     WARRANTY

YEARS

IP65
IP RATE INDOOR & OUTDOOR

PF

POWER FACTOR

0,98> Ra

CRI
80≥

VOLTAGE
200V

240V

50/60Hz
FREQUENCYPROTECTION CLASS I

  PHILIPS

LED TYPE

DRIVER

   KML

SMD
3030

           Reflector  90° 

Code: K-EA501 (150W) Code: K-EA502 (200W)Code: K-EA500 (100W) 

Code: K-EA506 

Dimensions: 470*190*475 mm  

Compatibility: 100W / 150W / 200W 

           Bracket            Lens  90° 

Code: K-EA503 (100W) 

Code: K-EA504 (150W) 

Code: K-EA505 (200W) 

       EN 62471       EN 62471

      RG 0

  IK RATE

30

           Dimensions 

Sku  Power Kelvin           Lumens 

 

K-E5002D          22500 lm 4000K 150 W
     
K-E5003D    22500 lm 5700K 150 W

K-E5004D    30000 lm 4000K 200 W
     
K-E5005D        30000 lm 5700K 200 W

Dimmable version 1-10V 

     DIMMABLE

Standard Version 
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 ELLIOT 

K-E2000           7000 lm 

Sku  Power Kelvin           Lumens  

5000K  50 W
     
K-E2001          14000 lm 5000K 100 W

K-E2002          21000 lm 5000K 150 W
     
K-E2003    28000 lm 5000K 200 W

K-E2004    42000 lm 5000K 300 W BEAM ANGLE
120°

lm/W
  140

EFFICIENCY

3
     WARRANTY

YEARS

IP65
IP RATE INDOOR & OUTDOOR

PF

POWER FACTOR

0,90> Ra

CRI
80≥

VOLTAGE
100V

277V

50/60Hz
FREQUENCYCLASS I

 LUMILEDS

LED TYPE

DRIVER

   KML

Dimension (unit: mm) 

50W  100W 150W

200W 300W

       EN 62471       EN 62471

      RG 0

  IK RATE
IK 07

31
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 TREVOR 

K-16073           28000 lm 

Sku  Power Kelvin           Lumens  

5000K  200 W

BEAM ANGLE
  90°

lm/W
  140

EFFICIENCY

3
     WARRANTY

YEARS

IP65
IP RATE

INDOOR & OUTDOOR

PF

POWER FACTOR

0,90> 
Ra

CRI
80≥

VOLTAGE
100V

277V

50/60Hz
FREQUENCY

CLASS I

 LUMILEDS

LED TYPE

DRIVER

   KML

 

   

 90° PC lens 

   

Dimension (unit: mm) 

       EN 62471       EN 62471

      RG 0

  IK RATE
IK 07

32

AC Rapid Connector

1mt 3x1.5mm² cable included
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 KATRINA 

.2

.1

.5

20284

10142

5071

2
1

15213

TYPE III

Asymmetrical Ultra Wide 

5000K

K-11110           14000 lm 

Sku  Power Kelvin           Lumens  

5000K  100 W

BEAM ANGLE

  85*135°lm/W
  140

EFFICIENCY

3
     WARRANTY

YEARSIP65
IP RATE

PF

POWER FACTOR

0,90> Ra

CRI
80≥

VOLTAGE
100V

277V
50/60Hz

FREQUENCY

 SAMSUNG

LED TYPE  DRIVER

ZHIHE

  IK RATE
IK 10

       EN 62471       EN 62471

      RG 0
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SURGE PROTECTIVE DEVICE

K-0021SKU

Operating Voltage/Un(VAC)

Maximum Continuous Operating Voltage/MCOV/Uc(VAC)1 

Nominal Discharge Current/In(kA)2

Maximum Discharge Current/Imax(kA)3

Open Circuit Voltage/Uoc (kV)

Voltage Protective level//Up(V)4

Wire for Terminal

Connection mode

Power System

Protection Degree

Ambient Temperature

IEC 61643-11 Test Classication

EN 61643-11 Type Classification Type 2 and 3

Test Class II and III

-40°C~+85°C

IP 67 

TN 

Parallel connection 

Hose cable(1.0mm²) 

≤. 2kV(L-N,L-G/PE,N-G/PE)

10kV

10kA

5kA

320V

100-277V

Surge Protective Device
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JUNCTION BOX IP68 

K-0001SKU

IP Degree

Cross Section  

Ampere/Voltage 16A 450VAC

         0.5~1.5mm²

IP 68

JUNCTION BOX Y IP  

K-0004SKU

IP Degree

Cross Section  

Ampere/Voltage 26A 450VAC

        0.5~2.5mm² 

IP 68

RAPID CONNECTOR 3PIN 

K-0002SKU

IP Degree

Cross Section  

Ampere/Voltage 16A 500VAC

        0.75~1.5mm²

IP 30

68
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  FENIX 

Code K-12002/6

AC 220-240V/50Hz/0.05A

50pcs x 1W (white LED)

Input:

Light Source:

CCT:

Luminous Flux:

≤24 Hours

SA Maintained / SE Non-Maintained

Polycarbonate

352mmx110mmx68mm

0.57Kg

≥500LM (290lm in Emergency)

6500K

Ni-Cd SC3.6V/2Ah

≥3 Hours

IP65

Battery:

Emergency:
Degree of

Protection:
Charge Time:

Operation:

Materials:

Dimension:

Weight:

 8WInput Power:

www.keremark.com

68mm

352mm

110mm

Features

• 3~40W LED emergency driver

• Slim design with size: L130mm*W58mm*H22mm

• Non-maintained mode

• Constant current output

• SELV output (10~150V)

• Overcharge, over discharge protection

• Over temperature protection

• Short circuit protection

• 3.7V Lithium ion battery 2400mAh(K-12701) or 3400mAh(K-12702)

• Comply with latest safety and EMC standard.

Description
This unit is non-maintained mode design, operates from 85Vac to 265Vac input voltage, and provides

constant current 100mA output. It will provide 4W maximum output power at emergency mode. The system

will auto shift to emergency mode when the main power fails.

Specifications

85Vac-265Vac 3.7V 200mA-300mA ±10% IP30 Class II

Note: All specifications are typical at 25 °C unless otherwise stated

Protection classIngress protection Charge current Battery voltageSupply Voltage 

  UNIVERSAL
Sku: K-12701 / K-12702  

• Compatible with 12/24V Led Strips  

• Emergency Time: 2Hours (K-12701) / 3Hours (K-12702)
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  MINI BUD 

This emergency driver accords with GB17945-2010, it is suitable for all

3-20W LED lamps with internal IC driver (This device CANNOT be

used for the LED lights with RC driver). It can be used in public places

to ensure LED lights work normally when power fail suddenly because of

fire and earthquake and etc.. This emergency driver would not influence

its environment and power around when it works.

Code   K-12711

AC 85~265V

≤ 2s

Working Voltage

Changing time in EM

Battery

Emergency Time

IP 30

         243*41*28mm

180~60min

11.1V  -  2600mAh

0.8V 250V

5A 50V

AC Fuse

DC Fuse

Working Temperature

IP Rank

Dimension

 5~25WOutput Power in EM

-10° ~ +50°C

  BUD 

Code Specifications

50W Li-ion 18.5V 2600mAh

100W Li-ion 18.5V 8000mAh

K-12599

K-12600

K-12603

K-12602 200W Li-ion 22.2V 10400mAh

300W Li-ion 22.2V 15600mAh

150W Li-ion 22.2V 7800mAhK-12601

● 50~300W LED Emergency Driver.  

●    Ip42 protection level. 

● Applicable to LED tunnel lamp,High Bay light,  

UFO and other LED lamps. 

● Voltage protection: wide voltage input AC85V-265V 

 

● Battery: High capacity lithium ion battery with   

 
 

overcharge and over discharge ptotection

Code Specifications

50W Li-ion 18.5V 4400mAh

100W Li-ion 18.5V 10000mAh

K-12604

K-12605

K-12608

K-12607 200W Li-ion 22.2V 15600mAh

300W Li-ion 22.2V 23400mAh

150W Li-ion 22.2V 10400mAhK-12606
 

 90MIN EM  

 60MIN EM  

www.keremark.com
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Code Specifications

30W Emergency K-12501/30

YELLOW/GREEN

AC L

BLACK

EMERGENCY
LED DRIVER

GREEN

WHITE

DIM -DIM +

AC POWER

BLACK

ORANGE

RED

DRIVER N

BROW

WALL SWITCH

CHARLY 
HIGH BAY

  HILL 

Input Voltage: 100~240Vac, 50/60Hz

Input Current: 200mA max..

Output Voltage: 170Vdc

Emergency Power: 30W

Recharge Time: 36Hrs

Discharge Time: 3H

Warranty: 3 Years

Ambient Temp: 32~122°F(0~50°C)

Weight: 5.78 lbs(2.62kg)

Input Power Rating: 10W

Battery: Li-ion

Code Specifications

40W Emergency K-12501/40

Input Voltage: 100~240Vac, 50/60Hz

Input Current: 200mA max..

Output Voltage: 170Vdc

Emergency Power: 40W

Recharge Time: 36Hrs

Discharge Time: 1.5H

Warranty: 3 Years

Ambient Temp: 32~122°F(0~50°C)

Weight: 3.7 lbs(1.68kg)

Input Power Rating: 12W

Battery: Li-ion

Check compatibility with your High Bay Driver, 

 using the compatibility list on the Keremark website

www.keremark.com
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Emergency kit for LED products with external driver

Applicable for lamps with power from 5W to 90W

Output voltage from the existing driver max 150V

Power Supply: AC85V-AC275V, 50Hz/60 Hz

This emergency kit develops 33% of the total brightness in emergency 

Conversion time in emergency 0.1 seconds 

Type of compatible batteries: Ni-Cd / Ni-Mh / Lithium

Charging time 24 hours 

The duration in emergency is proportionate to both 
the battery pack and the watts of the lighting fixture placed in emergency 

Product certified by CE, EMC, RoHS

Specific for products with the possibility of separating LEDs from its driver

Technical data

Input Voltage:

Input Voltage Frequency:

Input Current:

Power input:

Power Factor:

Charging Current:

Recharging Time:

Battery Type:

In Emergecy

Current delivered to the LED load:

Voltage supplied to the LED load:

Power supplied to the LED load:

Operating Temperature:

Max. Container temperature: 

Inverter Dimensions:

K-VL1000

50/60Hz

15mA

3W

0.6

50mA

24hours

12V Ni-Cd/Ni-Mh/Lithium

50~100mA

12~150VDC

3-5W

-20 ~ +50 °C

70 °C

155x40x30mm

50/60Hz

 75mA

3.5W

0.6

75mA

24hours

100~150mA

12 ~ 150 VDC

5-10W

-25 ~ +50 °C

70 °C

155x40x30mm

85 ~ 265 VAC
50/60Hz

100mA

4.5W

0.6

100mA

24hours

150~200mA

12 ~ 150 VDC

10-15W

-25 ~ +50 °C

70 °C

155x40x30mm

50/60Hz

125mA

5W

0.6

125mA

24hours

200~250mA

12 ~ 150 VDC

15-20W

-25 ~ +50 °C

70 °C

155x40x30mm

50/60Hz

200mA

6W

0.6

200mA

24hours

250~300mA

12 ~ 150 VDC

20-25W

-25 ~ +50 °C

70 °C

155x40x30mm

Suitable for loads from 12V to 150V
Product Code: K-VL1500 K-VL2000 K-VL2500 K-VL4000

85 ~ 265 VAC 85 ~ 265 VAC 85 ~ 265 VAC 85 ~ 265 VAC

12V Ni-Cd/Ni-Mh/Lithium 12V Ni-Cd/Ni-Mh/Lithium 12V Ni-Cd/Ni-Mh/Lithium12V Ni-Cd/Ni-Mh/Lithium

Compatible with  batteries Code:  D-1429

On request it is possible to have higher output watts up to a maximum of 40%

 giving the specifications of the driver used

  VL 

3
0

  
m

m
4

0
  

m
m

155  mm

150  mm

400mm
LED Green

400mm

LED status indicator
Hole for mounting 6.5 mm diameter

Test button
Hole for mounting 7 mm diameter

APPLICATION EXAMPLE:

LED indicator

Battery

LED Lamp

Test

Button

LED Driver

7
8

x
x
x

3 N
2 L

1 

9
10
11
12
13
14
15
16

EMERGENCY LINE

LIGHT LINE

INVERTER
   VL 12V

www.keremark.com
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  VH 

2
5

  
m

m
3

5
  

m
m

155  mm

167  mm

400mm
LED Green

400mm

LED status indicator
Hole for mounting 6.5 mm diameter

Test button
Hole for mounting 7 mm diameter

Emergency kit for LED products with integrated driver

Applicable for lamps with power max 40W

Power Supply: AC85V-AC275V, 50Hz/60 Hz

This emergency kit develops 100% of the total brightness in emergency 

Conversion time in emergency 0.1 seconds 

Type of compatible batteries: Ni-Cd / Ni-Mh / Lithium

Charging time 24 hours 

The duration in emergency is proportionate to both 
the battery pack and the watts of the lighting fixture placed in emergency 

Product certified by CE, EMC, RoHS

Technical data

85 ~ 265 VAC

Compatible with  batteries Code:  D-1429

Product Code: K-VH1000 K-VH1500 K-VH2000 K-VH2500 K-VH4000

Input Voltage:

Input Voltage Frequency: 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz

Input Current: 50mA 70mA 80mA 90mA 120mA

Power input: 3W 4W 4.5W 5W 6.5W

Power Factor: 0.5 0.5 0.5 0.5 0.5

Charging Current: 50mA 75mA 100mA 125mA 200mA

Recharging Time: 24hours 24hours 24hours 24hours 24hours

Battery Type: 12V Ni-Cd/Ni-Mh/Lithium 12V Ni-Cd/Ni-Mh/Lithium 12V Ni-Cd/Ni-Mh/Lithium 12V Ni-Cd/Ni-Mh/Lithium 12V Ni-Cd/Ni-Mh/Lithium

In Emergecy

Current delivered to the LED load:
Depends on the lamp
power

Depends on the lamp
power

Depends on the lamp
power

Depends on the lamp
power

Depends on the lamp
power

Voltage supplied to the LED load: 220VDC 220VDC 220VDC 220VDC 220VDC

Power supplied to the LED load:
100% emergency
power

100% emergency
power

100% emergency
power

100% emergency
power

100% emergency
power

Operating Temperature: 45°C 45°C 45°C 45°C 45°C

Max. Container temperature: 60°C 60°C 60°C 60°C 60°C

Inverter Dimensions: 167*35*25mm 167*35*25mm 167*35*25mm 167*35*25mm 167*35*25mm

85 ~ 265 VAC 85 ~ 265 VAC 85 ~ 265 VAC 85 ~ 265 VAC

Suitable for Led Lamps AC85~265V

85~265V

   L
E

D
 L

A
M

P
 

Id

Id

1
2
3
4
5
6

N
L
SL

Test 12
11
10
9
8
7

LED indicator

Battery

LED Lamp

Emergency Line 

VH Inverter

        The jumper between L and SL is 

made to have the option always on

WIRING DIAGRAMS - SINGLE LINE

85~265V

Black

Blue

    L
E

D
 L

A
M

P
 

ignition relay

Id
Id

Id

Id

LIGHT LINE

1
2
3
4
5
6

N
L
SL

Test 12
11
10
9
8
7

LED indicator

Battery

LED Lamp

Emergency Line 

VH Inverter

WIRING DIAGRAMS - DOUBLE LINE

 THE RELAY IS NOT INCLUDED IN THE KIT.

www.keremark.com
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  BUTTERFLY 

Photometry 

40° PC lens 20° PC lens 

60° PC lens 90° PC lens 

140°x100° PC lens 

K-9600           64000lm 

Sku  Power Kelvin           Lumens  

5700K  400W
     
K-9601          76800lm 5700K 480W

K-9602          96000lm 5700K 600W
     
K-9603    115200lm 5700K 720W

lm/W
  160

EFFICIENCY

5
     WARRANTY

YEARS

IP65
IP RATE

PF

POWER FACTOR

0,95> 

VOLTAGE
180V

528V

50/60Hz
FREQUENCY

 LUMILEDS

LED TYPE

DRIVER

   

K-9604           128000lm 5700K  800W
     
K-9605          153600lm 5700K 960W

K-9606           160000lm 5700K 1000W
     
K-9607     192000lm 5700K 1200W

  IK RATE
IK 08

       EN 62471       EN 62471

      RG 0

K-9608           230400lm 5700K 1440W
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  WEMBLEY 

K-9700          19200 lm 

Sku  Power Kelvin           Lumens  

5700K  120 W
     
K-9701          38400 lm 5700K 240 W

K-9702            48000 lm 5700K  300 W
     
K-9703          76800 lm 5700K 480 W

K-9704          115200 lm 5700K  720 W
     
K-9705          153600 lm 5700K 960 W

K-9706          192000 lm 5700K  1200 W
     
K-9707          240000 lm 5700K 1500 W

Photometry 

40° PC Lens  20° PC Lens  

60° PC Lens  90° PC Lens  

140°x100° PC Lens  

lm/W
  160

EFFICIENCY

5
     WARRANTY

YEARS

IP65
IP RATE

PF

POWER FACTOR

0,90> 

VOLTAGE
100V

277V

50/60Hz
FREQUENCY

 LUMILEDS

LED TYPE

DRIVER

   

  IK RATE
IK 08

       EN 62471       EN 62471

      RG 0
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K-9803           35000lm 

Sku  Power Kelvin           Lumens  

5700K  250 W
     
K-9804          42000lm 5700K 300 W

K-9805            70000lm 5700K  500 W
     
K-9806          84000lm 5700K 600 W

K-9807          105000lm 5700K  750 W
     
K-9808          126000lm 5700K 900 W

K-9809          140000lm 5700K  1000 W
     
K-9810          168000lm 5700K 1200 W

 

lm/W
  140

EFFICIENCY

5
     WARRANTY

YEARS

IP 66
IP RATE

PF

POWER FACTOR

0,95> 

VOLTAGE
100V

305V

50/60Hz
FREQUENCY

DRIVER

   

  IK RATE
IK 08

       EN 62471       EN 62471

      RG 0

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

UNIT:cd
C0/180,15.7°

UNIT:cd

C30/210,15.8°

UNIT:cd

C60/240,15.4°

UNIT:cd

C90/270,15.2°
AVERAGE BEAM ANGLE(50%):15.6 DEG

0

40000

80000

120000

160000

0

30

60

90

120

150-150

-120

-90

-60

-30

UNIT:cd

C0/180

UNIT:cd

C90/270

AVERAGE BEAM ANGLE(50%):47.4 DE G

0

5400

10799

16199

21598

26998

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

UNIT:cd
C0/180,87.1°

UNIT:cd

C30/210,85.7°

UNIT:cd

C60/240,84.7°

UNIT:cd

C90/270,84.6°
AVERAGE BEAM ANGLE(50%):85.5 DEG

0

5000

10000

15000

20000

25000

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

UNIT:cd
C0/180,54.9°

UNIT:cd

C30/210,55.0°

UNIT:cd

C60/240,55.3°

UNIT:cd

C90/270,55.2°
AVERAGE BEAM ANGLE(50%):55.1 DEG

0

9000

18000

27000

36000

Photometry

15° PC Lens

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

UNIT:cd

C0/180,28.7

UNIT:cd

C30/210,28.5

UNIT:cd

C60/240,28.6

UNIT:cd

C90/270,28.6
AVERAGE BEAM ANGLE(50%):28.6 DEG

0

30000

60000

90000

120000

30° PC Lens

45° PC Lens 60° PC Lens

90° PC Lens

LED TYPE

  MARACANA 
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  NOTE 



WWW.KEREMARK.COM

info@keremark.com
sales-italy@keremark.com
sales-europe@keremark.com

CONTACTS:

Company: Keremark Group L.T.D.

Varna Office: Doctor Petar Dertliev 26 ,9023 , Varna 

Phone BG: (+359) 899945080


