
Features

Constant output power

Self-testing

Battery:over temperature protection

High output voltage

Input Voltage: 100~240Vac, 50/60Hz

Input Current: 200mA max..

Output Voltage: 170Vdc

Emergency Power: 30W

Recharge Time: 36Hrs

Discharge Time: 3H

Warranty: 3 Years

Ambient Temp: 32~122°F(0~50°C)

Weight: 5.78 lbs(2.62kg)

Input Power Rating: 10W

Specifications

Battery: Li-ion

IP 65 

EN62040-2,EN61000-3-2,EN61000-3-3,

EN61347-1,EN61347-2-7,EN61347-2-13 standards

For wiring to the led driver's intput

166mm

280mm
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WIRING DIAGRAMS - SINGLE LINE
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WIRING DIAGRAMS - DOUBLE LINE
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 THE RELAY IS NOT INCLUDED IN THE KIT. 
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Model   Brand

1 HBG-100-48AB   MeanWell

2 HBG-160-48AB   MeanWell

3 HBG-240-48AB   MeanWell

4 ELG-200-48AB   MeanWell

5 ELG-240-48AB   MeanWell

6 SS-150VA-56B   Sosen

7 SS-150CP-54B   Sosen

8  ZH-HBG-100H   ZhiHe

9 ZH-HBG-150H   ZhiHe

10 ZH-HBG-160NB   ZhiHe

11 HBC-20-150W-UNV-40K   MOONS

12 HBC-20-100W-UNV-50K   MOONS

13 LF-FHB150YAⅡ(B)   LIFUD

14 LF-FHB200YAⅡ(A)   LIFUD

15 R-100D130-S   DaerMay

16 100H-42D   FYT

17 200H-48D   FYT

Compatible Driver List for 30W Version (K-12501/30)
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