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                      K-15700        K-15716         220~240V  12 W/m      120          2700K      1820 lm/m 

SLIM LED STRIP 220~240V

       Code
       Volt        Power    LED/m          Kelvin          Lumens

     

     

     
                      K-15701        K-15717         220~240V  1 12 W/m      120          3000K      1853 lm/m 

                      K-15702        K-15718         220~240V  12 W/m      120          4000K      1885 lm/m 
     

     

     

                    

  K-15703        K-15719         220~240V  12 W/m      120          5000K      1918 lm/m 

                    

  K-15704        K-15720         220~240V  12 W/m      120          6000K      1950 lm/m 
     

Ra

CRI
80≥

  BEAM ANGLE
120°

VOLTAGE
2835
  LED TYPE

SMD

   DIMMABLE<0,2 sec.

ON

5m
  Roll

LENGHT: 5m

+ +

- -

220V AC 220V AC

100 mm

10 mm

IP 33

Use high quality LEDs

                         | 01

 LED DIMMER 110~230V

                         110~230V               Max. 1500W                     30m                     

       Code             Input                         Output 
                           Control                  

     
   K-0070

●                    2.4GHz RF remote control, control distance within 30 meters

                    Brightness dimming●

   distance

      ENERGY LABEL

D

                    Sleep timer function●
                    Play of light mode●

                    

                    

                    

LENGHT: 10m

+ +

- -

220V AC 220V AC

100 mm

12 mm

IP 68

       IP 33
       Code
       IP 68

 3 mm

220V

AC
240V~

   Direct use 220~240V 

www.keremark.com



  K-15705             220~240V  14~15W/m      144          3000~6000K      1920~2190lm/m 

SLIM LED STRIP CCT 220~240V

     Code        Volt       Potwer    LED/m          Kelvin             Lumens

     

     
                    

                    

                    

LENGHT: 5m

+ +

- -

220V AC 220V AC

83 mm

10 mm

IP 33

LED DIMMER 110~230V

                         110~230V               Max. 1500W                     30m                     

     Code             Input                       Output 
                          Control                  

     
   K-0071

●                     2.4GHz RF remote control, control distance within 30 meters

                    Brightness dimming, Kelvin hue selection 3000~6000K●

  distance

                    Sleep timer function●
                    Play of light mode●

www.keremark.com
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Ra

CRI
80≥

  BEAM ANGLE
120°

VOLTAGE
2835
  LED TYPE

SMD

   DIMMABLE<0,2 sec.

ON

5m
  Roll

Use high quality LEDs

      ENERGY LABEL

D
220V

AC
240V~

   Direct use 220~240V 

     INDOOR

IP 33
IP DEGREE



  K-15706             220~240V  14~15W/m      144                RGB 

SLIM LED STRIP  220~240V RGB

      Code        Volt         Power    LED/m          Kelvin             

     

     
                    

                    

                    

LENGHT: 5m

+ +

- -

220V AC 220V AC

100 mm

10 mm

LED DIMMER 110~230V

                         110~230V               Max. 1500W                     30m                     

       Code             Input                       Output 
                           Control                  

     
   K-0072

●                    2.4GHz RF remote control, control distance within 30 meters

                    Brightness dimming, Color adjustment●

  distance

IP 33

                    Play of light mode ●

www.keremark.com
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Ra

CRI
80≥

  BEAM ANGLE
120°

VOLTAGE
2835
  LED TYPE

SMD

   DIMMABLE<0,2 sec.

ON

5m
  Roll

Use high quality LEDs

      ENERGY LABEL

D
220V

AC
240V~

   Direct use 220~240V 

     INDOOR

IP 33
IP DEGREE



DUAL WHITE LED STRIP 

 K-15420        24 V DC   16 W/m   320         2700 ~ 6000K  2208~2400 lm/m

      Code    Volt        Power   LED/m           Kelvin                  Lumens

     

    (when on 4000K)  

        LENGHT: 25 m

      INDOOR

Ra

CRI
90≥

  BEAM ANGLE
120°

  VOLTAGE

24V
DC

  LED TYPE    DIMMABLE

IP 33
IP DEGREE<0,2 sec.

ON2216
SMD

   ENERGY LABEL

                    

320LED

ULTRA SLIM LED STRIP 5mm

SINGLE COLOR LED STRIP 

 K-15421        24 V DC   16 W/m   320              2700K  2208 lm/m 

      Code    Volt       Power   LED/m           Kelvin             Lumens

     

           LENGHT: 5 m320LED

 K-15423        24 V DC   16 W/m   320              4000K  2336 lm/m 
     

 K-15424        24 V DC   16 W/m   320              6000K  2400 lm/m 
     

D

IDEAL FOR INSTALLATION ON FURNITURE, UNDER-WALL UNITS AND SHELVES

 

+ +

- -

24V DC

50 mm

5 mm                    

                    

+ +

- -

24V DC

50 mm

5 mm                    

                    

 K-15422        24 V DC   16 W/m   320              3000K  2272 lm/m 
     

www.keremark.com
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      INDOOR

Ra

CRI
90≥

  BEAM ANGLE
120°

  VOLTAGE

24V
DC

  LED TYPE    DIMMABLE

IP 33
IP DEGREE<0,2 sec.

ON2216
SMD

   ENERGY LABEL

D



                    

 K-15601          K-15621           24 V DC     7,2 W/m    80          2700K      828 lm/m 

80LED STRIP SMD2835

    

    

    

    

    

    

    

                    

 K-15602          K-15622           24 V DC     7,2 W/m    80          3000K      846 lm/m 

                    

 K-15603          K-15623           24 V DC     7,2 W/m    80          4000K      864 lm/m 

                    

 K-15604          K-15624           24 V DC     7,2 W/m    80          5000K      882 lm/m 

LENGHT: 5m

+ + + +

- - - -

24V DC 24V DC

100 mm

8 mm

                    

 K-15605          K-15625           24 V DC     7,2 W/m    80          6000K      900 lm/m 

IP 33 IP65

LENGHT: 5 m

+

-

24V DC 24V DC

8 mm
                    

                    

                    

                    

62,5 mm

 K-15606          K-15626           24 V DC     14,4 W/m    128          2700K      1728 lm/m 

128LED STRIP SMD2835

    

    

    

    

    

    

    

 K-15607          K-15627           24 V DC     14,4 W/m    128          3000K      1764 lm/m 

 K-15608          K-15628           24 V DC     14,4 W/m    128          4000K      1800 lm/m 

 K-15609          K-15629           24 V DC     14,4 W/m    128          5000K      1840 lm/m 

 K-15610          K-15630           24 V DC     14,4 W/m    128          6000K      1872 lm/m 

IP 33 IP65

 K-15611          K-15631           24 V DC     19,2 W/m    196          2700K      2304 lm/m 

196LED STRIP SMD2835

    

    

    

    

    

    

    

 K-15612          K-15632           24 V DC     19,2 W/m    196          3000K      2352 lm/m 

 K-15613          K-15633           24 V DC     19,2 W/m    196          4000K      2400 lm/m 

 K-15614          K-15634           24 V DC     19,2 W/m    196          5000K      2448 lm/m 

 K-15615          K-15635           24 V DC     19,2 W/m    196          6000K      2496 lm/m 

IP 33 IP65

LENGHT: 5 m

+ + + +24V DC 24V DC

35.7 mm

10 mm

                    

                    

                    

 K-15616          K-15636           24 V DC     24 W/m    252          2700K      2760 lm/m 

252LED STRIP SMD2835

    

    

    

    

    

    

 K-15617          K-15637           24 V DC     24 W/m    252          3000K      2818 lm/m 

 K-15618          K-15638           24 V DC     24 W/m    252          4000K      2875 lm/m 

 K-15619          K-15639           24 V DC     24 W/m    252          5000K      2933 lm/m 

 K-15620          K-15640           24 V DC     24 W/m    252          6000K      2990 lm/m 

IP 33 IP65

LENGHT: 5 m

+ + + +24V DC 24V DC

27.8 mm

10 mm

                    

                    

www.keremark.com
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     Code
     Volt         Power   LED/m        Kelvin          Lumens

     IP 33
   Code

     IP 65

Ra

CRI
80≥

 BEAM ANGLE
120°

   VOLTAGE

24V
DC 2835

   LED TYPE

SMD

    DIMMABLE

IP 33
IP DEGREE<0,2 sec.

ON
E

   ENERGY LABEL

                    

     Code
     Volt         Power   LED/m        Kelvin          Lumens

     IP 33
   Code

     IP 65

Ra

CRI
80≥

 BEAM ANGLE
120°

   VOLTAGE

24V
DC 2835

   LED TYPE

SMD

    DIMMABLE

IP 33
IP DEGREE<0,2 sec.

ON
E

   ENERGY LABEL IP DEGREE

     Code
     Volt         Power   LED/m        Kelvin          Lumens

     IP 33
   Code

     IP 65

Ra

CRI
80≥

 BEAM ANGLE
120°

   VOLTAGE

24V
DC 2835

   LED TYPE

SMD

    DIMMABLE

IP 33
IP DEGREE<0,2 sec.

ON
E

   ENERGY LABEL IP DEGREE

     Code
     Volt         Power   LED/m        Kelvin          Lumens

     IP 33
   Code

     IP 65

Ra

CRI
80≥

 BEAM ANGLE
120°

   VOLTAGE

24V
DC 2835

   LED TYPE

SMD

    DIMMABLE

IP 33
IP DEGREE<0,2 sec.

ON
E

   ENERGY LABEL IP DEGREE

IP DEGREE



LED STRIP 70LED/m  RGBW   

LENGHT: 5m

                     K-15326        K-15820    24 V DC  19.2 W/m   70         RGB+2700K  1320 lm/m 

       Code
   Volt       Power   LED/m           Kelvin             Lumens

     

     

     

     

     

     

     

                     K-15327        K-15821    24 V DC  19.2 W/m   70         RGB+3000K  1320 lm/m 

                    

 K-15328        K-15822    24 V DC  19.2 W/m   70         RGB+4000K  1350 lm/m 

                    

 K-15329        K-15823    24 V DC  19.2 W/m   70         RGB+5000K  1380 lm/m 

                    

 K-15330        K-15824    24 V DC  19.2 W/m   70         RGB+6000K  1380 lm/m 

Ra

CRI
80≥

 BEAM ANGLE
120°

  VOLTAGE

24V
DC

   LED TYPE    DIMMABLE

IP 33
IP DEGREE<0,2 sec.

ON5050
SMD

G
  ENERGY LABEL

12mm

LED STRIP 98LED/m  RGBW                       

LED STRIP   RGB 

                     K-15245        K-15830      24 V DC  14.4 W/m   70             RGB  

       Code    Volt      Power   LED/m          Kelvin             

     

Ra

CRI
80≥

 BEAM ANGLE
120°

  VOLTAGE

24V
DC

  LED TYPE    DIMMABLE

IP 33
IP DEGREE<0,2 sec.

ON5050
SMD

 K-15246        K-15831      24 V DC  23 W/m   98             RGB  

LENGHT: 5m

70 LED/m

98 LED/m

100 mm

IP DEGREE

       IP 33
       Code
       IP 65

IP 33 IP65

                    

LENGHT: 5m

72 mm

       IP 33
     Code

       IP 65

IP DEGREEIP 33 IP65

LENGHT: 5m

                     K-15840        K-15825    24 V DC    23 W/m   98         RGB+2700K  1582 lm/m 

       Code
   Volt       Power   LED/m           Kelvin             Lumens

     

     

     

     

     

     

     

                     K-15841        K-15826    24 V DC    23 W/m   98         RGB+3000K  1582 lm/m 

                    

 K-15842        K-15827    24 V DC    23 W/m   98         RGB+4000K  1617 lm/m 

                    

 K-15843        K-15828    24 V DC    23 W/m   98         RGB+5000K  1653 lm/m 

                    

 K-15844        K-15829    24 V DC    23 W/m   98         RGB+6000K  1653 lm/m 

Ra

CRI
80≥

  BEAM ANGLE
120°

  VOLTAGE

24V
DC

  LED TYPE    DIMMABLE

IP 33
IP DEGREE<0,2 sec.

ON5050
SMD

G
  ENERGY LABEL

12mm

       IP 33
     Code

       IP 65

IP DEGREEIP 33 IP65

83,5 mm

www.keremark.com
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LENGHT: 5m

RGB DIGITAL LED STRIP 

       Code    Volt      Power    LED/m           Kelvin               IC             

                     K-15323          5 V DC  14.4 W/m   70              RGB           WS2812B  

     INDOOR

Ra

CRI
80≥

 BEAM ANGLE
120°

  VOLTAGE

5V
DC

  LED TYPE    DIMMABLE

IP 33
IP DEGREE<0,2 sec.

ON5050
SMD

CCT LED STRIP  

 K-15641        24 V DC  14,4 W/m   128         3000 ~ 6000K  1800 lm/m 

      Code    Volt        Power   LED/m           Kelvin             Lumens

     

     (when on 4000K)     (when on 4000K)  

        LENGHT: 5 m

      INDOOR

Ra

CRI
80≥

  BEAM ANGLE
120°

  VOLTAGE

24V
DC

  LED TYPE    DIMMABLE

IP 33
IP DEGREE<0,2 sec.

ON2835
SMD

E
   ENERGY LABEL

                     K-15642        24 V DC  19,2 W/m   196         3000 ~ 6000K  2400 lm/m 
     

     (when on 4000K)    (when on 4000K)  

128LED

          LENGHT: 5 m196LED

+

-

24V DC 24V DC

8 mm
                    

                    

                    

62,5 mm

+ +24V DC 24V DC

35.7 mm

10 mm

                     K-15643        24 V DC  25 W/m   256         3000 ~ 6000K  2700 lm/m 
     

     (when on 4000K)    (when on 4000K)  

                    

          LENGHT: 5 m256LED
24V DC 24V DC

62.5 mm

12 mm

                    

+

C
W

+

C
W

+

C
W

+

C
W

+

C
W

+

C
W

CONTROLLER 

                            5~24V                WS2812B                  Bluetooth           1024 Pixels                     

       Code             Input                           IC 

     
   SP110E

●                    K-0090 RF remote control  

                    Brightness Dimming, Color Adjustment●

 Control

                    Play of light mode ●

       Max

 Controllo

    control

SINGLE COLOR DIGITAL LED STRIP   

      Code    Volt       Power   LED/m           Kelvin         Lumens               IC             

                     K-15309          24V DC    12 W/m  126             3000K         1470 lm/m        SM16703  

USO INTERNO

Ra

CRI
80≥

  BEAM ANGLE
120°

  VOLTAGE

24V
DC

  LED TYPE    DIMMABLE

IP 33
GRADO IP<0,2 sec.

ON2835
SMD

CONTROLLER

                            5~24V                SM16703               2048 Pixels             integrated                     

       Code             Input                           IC 

     
   K-0091

●                    Integrated control via on-board keys for K-0091  

                    RF control by Touch keyboard for K-0092●
                    Play of light mode ●

    Max.
 Control

                     K-15310          24V DC    12 W/m  126             4000K         1480 lm/m        SM16703  

                     K-15324          24V DC    12 W/m  126             6000K         1560 lm/m        SM16703  166 mm

          LENGHT: 5 m

24V DC 24V DC

10 mm

                    
++

GND

DI

GND

DI

                            5~24V                SM16703               2048 Pixels                 RF                     

     
   K-0092

 Control
    type

   K-0091    K-0092

●                    SP110E Control with IOS or Android smartphone via App  

                            5~24V                WS2812B                       RF                1024 Pixels                     
     

   K-0090

   SP110E

ON/OFF

   K-0090

www.keremark.com
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    type



     INDOOR

Ra

CRI
80≥

 BEAM ANGLE
120°

  VOLTAGE

24V
DC 2835

  LED TYPE

SMD

   DIMMABLE

IP 33
IP DEGREE<0,2 sec.

ON

STRIP 120LED SMD2835

      Code      Volt        Power    LED/m        Kelvin            Lumens

+ + + +

- - - -

24V DC 24V DC

8 mm 50 mm

8 mm

                    

LENGHT: 5m

E
      ENERGY LABEL

www.keremark.com

     
 K-15218          24 V DC    9.6 W/m     120        3000K       1080 lm/m 

     
 K-15219          24 V DC    9.6 W/m     120        4000K       1104 lm/m 

     
 K-15220          24 V DC    9.6 W/m     120        5000K       1128 lm/m 

     
 K-15221          24 V DC    9.6 W/m     120        6000K       1152 lm/m 

                    

LENGHT: 5 m

                    

      INDOOR

Ra

CRI
90≥

BEAM ANGLE
120°

VOLTAGE

24V
DC 2835

  LED TYPE

SMD

   DIMMABLE

IP 33
IP DEGREE <0,2 sec.

ON

LED STRIP CRI 90 192LED SMD2835

     

     

     

     

     

     

     

      Code      Volt          Power   LED/m         Kelvin          Lumens

 K-15670            24 V DC   19 W/m   192        2700K      2660 lm/m 

 K-15671            24 V DC   19 W/m   192        3000K      2708 lm/m 

 K-15672            24 V DC   19 W/m   192        4000K      2755 lm/m 

 K-15673            24 V DC   19 W/m   192        5000K      2803 lm/m 

 K-15674            24 V DC   19 W/m   192        6000K      2850 lm/m 

SAMSUNG
D
  ENERGY LABEL

LENGHT: 5 m

+ + + +

- - - -

24V DC 24V DC

50 mm

8 mm

                    

                    

                    

                    

                    

    INDOOR

Ra

CRI
80≥

 BEAM ANGLE
120°

  VOLTAGE

24V
DC 2835

  LED TYPE

SMD

   DIMMABLE

IP 33
IP DEGREE<0,2 sec.

ON

     

LED STRIPS UL 120LED SMD2835

       Code      Volt          Power    LED/m       Kelvin          Lumens

 K-15728            24 V DC   14.4 W/m   120       4000K     1325 lm/m 

 LISTED

E485696

F
      ENERGY LABEL  

IP 33

IP 33

IP 33

+ + + +24V DC 24V DC

42.6 mm

10 mm

                    

08 |



     INDOOR

Ra

CRI
80≥

  BEAM ANGLE
180°

  VOLTAGE

24V
DC COB

   LED TYPE    DIMMABLE

IP 43
IP DEGREE<0,2 sec.

ON

STRIP 380LED/m COB  

LENGHT: 5m

+ + +

- - -

24V DC 24V DC

50 mm

10 mm
+

-

     

     

     

     

     

       Code    Volt      Power  LED/m           Kelvin            Lumens

                     K-15334        24 V DC    10 W/m   380            2700K        1600 lm/m 

                     K-15335        24 V DC    10 W/m   380            3000K        1600 lm/m 

                     K-15336        24 V DC    10 W/m   380            4000K        1650 lm/m 

                     K-15337        24 V DC    10 W/m   380            5000K        1650 lm/m 

C
     ENERGY LABEL

www.keremark.com
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Features:

Full color without interrup�ons
High intensity SMD2835 LEDs

Fully waterproof Ip67
Also available on customized versions

FLEX 

1 2 3 4 5 6 7 8 9 10 11 12

AVAILABLE COLOURS:

Sku ColorItem
K-15800 Red   1
K-15801 Green   2
K-15802 Blue   3
K-15803 Ice Blue   4
K-15804 Pink   5
K-15805 Violet   6
K-15806 Purple   7
K-15807 Yellow   8
K-15808     Light Orange   9
K-15809    Dark Orange  10
K-15810 3000K  11
K-15811 6500K   12

TECHNICAL FEATURES:

DC 24V   Voltage
9,6W/m   Power

5000x12x6mm   Dimensions
SMD 2835 120Led/m   Led quan�ty

8.3mm (1Led)  Length Cut
IP 67 IP protec�on

-30°C ~ +50°C   working temp
   Storage temp 

180°   Beam angle
2 Years  Warranty

   0°C ~ +40°C

K-15812   RGB   13

13

 R
 G
 B

12

www.keremark.com
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NEON FLEX 360

Characteristics:

360° circular silicone tube

Uniform illumination without spots

Ip68 and UV resistant

Flame retardant PCV (UL94-V0)

Main parameters:

DC24V 38,4W/Meter

SMD2835 Led Strips (2 Strips of 19,2W/m)  

3 Year Warranty 

Applications
Ideal for home, office, building facade lighting decoration

Ra

CRI
80≥

 BEAM ANGLE
360°

  VOLTAGE

24V
DC 2835

  LED TYPE

SMD

   DIMMABLE

IP 68
IP DEGREE<0,2 sec.

ON

     

     

     

     

     

     

     

      Code      Volt         Power   LED / m       Kelvin          Lumens

 K-15401            24 V DC   38.4 W/m   360        2700K      4608 lm/m 

 K-15402            24 V DC   38.4 W/m   360        3000K      4704 lm/m 

 K-15403            24 V DC   38.4 W/m   360        4000K      4800 lm/m 

 K-15404            24 V DC   38.4 W/m   360        5000K      4896 lm/m 

 K-15405            24 V DC   19.2 W/m   360        6000K      4992 lm/m 

E
   ENERGY LABEL

LENGHT: 5m

www.keremark.com
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                         DC12~24V              Max. 6A/Channel                        30m                     85*45*22.5mm               K-091

CCT   STRIPS LED CONTROLLER

      Code              Input                         Output                            Control                  

     
   K-135

●

 total maximum output 10A

  

   85mm

4
5
m

m
2
2
.5

m
m

                    2.4GHz RF control, control distance within 30 meters

                    Brightness dimming●

  distance
 Dimensions          Compaible 

   remotes  

                    Choice of Kelvin●

                         DC12~24V              Max. 6A/Channel                        30m                     85*45*22.5mm               K-107

SINGLE COLOR STRIPS LED CONTROLLER

       Code              Input                         Output                            Control                  

     
   K-136

●

 total maximum output 10A

  

   85mm

4
5
m

m
2
2
.5

m
m

                    2.4GHz RF remote control, control distance within 30 meters

                    Brightness dimming●

  distance
 Dimensions         Compatible 

  remotes 

www.keremark.com MADE IN P.R.C.

SKU: K-135

CCT  
LED STRIP CONTROLLER

  

ww

Input/Output Voltage: 12~24V

Output: Max. 6A/Channel

Total output max. 10A

P
O

W
E

R
P

O
W

E
R

+
-

LED 

+

+
cw

3 800234 651910

3 800234 650661

www.keremark.com MADE IN P.R.C.

SKU: K-136

SINGLE COLOR 

LED STRIP CONTROLLER

  

-
Input/Output Voltage: 12~24V

Output: Max. 6A/Channel

Total output max. 10A

P
O

W
E

R
P

O
W

E
R

+
-

LED 

+
-
+

RGB LED STRIPS CONTROLLER  

●                    2.4GHz RF remote control, control distance within 30 meters

                    RGB color management and brightness dimming●

  

   85mm

4
5
m

m
2
2
.5

m
m

                         DC12~24V              Max. 6A/Channel                        30m                     85*45*22.5mm               K-091

     Code             Input                         Output                          Control                  

     
   K-137

total maximum output 10A

  

  distance
Dimensions           Compatible 

   remotes  

K-196

3 800234 650678

www.keremark.com MADE IN P.R.C.

SKU: K-137

RGB 
LED STRIP CONTROLLER

  

 V+

Input/Output Voltage: 12~24V

Output: Max. 6A/Channel

Total output max. 10A

P
O

W
E

R
P

O
W

E
R

+
-

R

G

B

WR02RF

WR01RF

K-197
WR02RF

www.keremark.com
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LED CONTROLLER RGBW STRIPS  

●                      2.4GHz RF remote control, control distance within 30 meters

  ●

                         DC12~24V              Max. 6A/Channel                       30m                       85*45*22.5mm               K-091

     Code             Input                         Output                         Control                  

     
   K-138

 total maximum output 10A

  

 distance
Dimensions          Compatible

   remotes

                    RGBW color management and brightness dimming

K-196

   85mm

4
5
m

m
2
2
.5

m
m

  

3 800234 650685

www.keremark.com MADE IN P.R.C.

SKU: K-138

RGBW 
LED STRIP CONTROLLER

  

 V+

Input/Output Voltage: 12~24V

Output: Max. 6A/Channel

Total output max. 10A

P
O

W
E

R
P

O
W

E
R

+
-

R

G

B

W

RGB+CCT STRIPS LED CONTROLLER  

●                      2.4GHz RF control, control distance within 30 meters

  ●

                         DC12~24V              Max. 6A/Channel                      30m                       85*45*22.5mm                K-091

     Code            Input                          Output                         Control                  

     
   K-139

total maximum output 10A

  

 distance
Dimensions          Compatible 

   remotes  

                    RGB color management and brightness dimming

   85mm

4
5
m

m
2
2
.5

m
m

  

                    Choice of Kelvin●

www.keremark.com MADE IN P.R.C.

SKU: K-139

RGB+CCT 
LED STRIP CONTROLLER

  

 R

Input/Output Voltage: 12~24V

Output: Max. 6A/Channel

Total output max. 10A

P
O

W
E

R
P

O
W

E
R

+
-

V+

CW

WW

V+

 G

B

3 800234 651903

IMMAGINE 

WR01RF

K-196
WR01RF

www.keremark.com
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                         DC12~24V              Max. 6A/Channel                       30m                       74*35*16mm                    K-091

CCT STRIPS LED CONTROLLER 

     Code              Input                        Output                            Control                  

     
   C02RF

●

 total maximum output  12A

  

   74mm

3
5
m

m
1
6
m

m

                    2.4GHz RF control, control distance within 30 meters

                    Brightness dimming●

   distance
 Dimensions         Compatible 

  remotes  

  

CCT  
LED STRIP CONTROLLER

V+

Input/Output Voltage: 12~24V

Output: Max. 6A/Channel

Total output max. 12A

IN
P

U
T

V+

CW

WW

O
U

T
P

U
T

  

                         DC12~24V                 Max. 6A/Channel                       30m                       74*35*16mm               K-107

SINGLE COLOR STRIPS LED CONTROLLER

       Code             Input                          Output                            Control                  

     
   C01RF

●

   total maximum output  12A

  

   74mm

3
5
m

m
1
6
m

m

                    2.4GHz RF control, control distance within 30 meters

                    Brightness dimming●

  distance
 Dimensions         Compatible 

  remotes 

  

SINGLE COLOR  
LED STRIP CONTROLLER

V+

Input/Output Voltage: 12~24V

Output: Max. 6A/Channel

Total output max. 12A

IN
P

U
T

V+

V-

V-

O
U

T
P

U
T

  

                                                                                                                                   K-197
                                                                                                                                    WR02RF

                    Choice of Kelvin●

                         DC12~24V              Max. 6A/Channel                       30m                     74*35*16mm                  K-196

RGB LED STRIPS CONTROLLER

       Code             Input                         Output                            Control                  

     
   C03RF

●

 total maximum output  12A

  

   74mm

3
5
m

m
1
6
m

m

                    2.4GHz RF control, control distance within 30 meters

                    RGB color management and brightness dimming●

  distance
 Dimensions            Compatible 

  remotes  

  

RGB  
LED STRIP CONTROLLER

V+

Input/Output Voltage: 12~24V

Output: Max. 6A/Channel

Total output max. 12A

IN
P

U
T

R

G

B

O
U

T
P

U
T

  

                                                                                                                                   K-191
                                                                                                                                   WR01RF

V+

V-

V+

V-

V+

V-

www.keremark.com

WR02RF
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                         DC12~24V              Max. 6A/Channel                       30m                       74*35*16mm                  K-191

RGBW STRIPS LED CONTROLLER 

       Code              Input                         Output                            Control                  

     
   C04RF

●

 total maximum output 12A

  

   74mm

3
5
m

m
1
6
m

m

                    2.4GHz RF control, control distance within 30 meters

                    RGBW color management and brightness dimming●

   distance
 Dimensions            Compatible 

   remotes  

  

RGBW  
LED STRIP CONTROLLER

V+

Input/Output Voltage: 12~24V

Output: Max. 6A/Channel

Total output max. 12A

IN
P

U
T

V+

V+

R

G

O
U

T
P

U
T

  

K-196
WR01RF

B

W

V-

                         DC12~24V              Max. 6A/Channel                        30m                       74*35*16mm                  K-191

RGB+CCT STRIPS LED CONTROLLER

       Code             Input                          Output                            Control                  

     
   C05RF

●

 total maximum output 12A

  

   74mm

3
5
m

m
1
6
m

m

                    2.4GHz RF control, control distance within 30 meters

                    RGB color management and brightness dimming●

   distance
 Dimensions         Compatibele 

   remotes  

  

RGB+CCT  
LED STRIP CONTROLLER

V+

Input/Output Voltage: 12~24V

Output: Max. 6A/Channel

Total output max. 12A

IN
P

U
T

V+

R

G

O
U

T
P

U
T

  

K-196
WR01RF

B

WW

V-

CW

                    Choice of Kelvin●

www.keremark.com
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                         DC12~24V              Max. 6A/Channel                       30m                       122*38*22mm            

5 IN 1 LED CONTROLLER 

      Code             Input                          Output                            Control                  

     
   LM051

●

 total maximum output 15A
  

                    2.4GHz RF control, control distance within 30 meters

                    RGB/RGBW color management and brightness dimming●

   distance
 Dimensions         Compatible 

  remotes  

  

K-196 / K-091
WR01RF / WR02RF

                    Choice of Kelvin CCT●
                    WIFI control (via Wi-fi gateway)●

K-107 / K-197

                         DC12~24V              Max. 6A/Channel                       30m                       122*38*22mm            

5 IN 1 ZIGBEE LED CONTROLLER

      Code             Input                          Output                            Control                  

     
   LM052

●

  total maximum output 15A
  

                    2.4GHz RF control, control distance within 30 meters

                    RGB/RGBW color management and brightness dimming●

  distance
 Dimensions         Compatible 

  remotes  

  

K-196 / K-091
WR01RF / WR02RF

                    Choice of Kelvin CCT●
                    WIFI Control (via Zigbee Gateway)●

K-107 / K-197

ZIGBEE

www.keremark.com

                            DC5V                                71*73*27mm                RF 2.4G            

Wi-fi GATEWAY 

      Code             Input

     
   GW01W

 Dimensions               Control

ZIGBEE

●                    2.4G RF Wi-Fi control

                    Management via Tuya App or Smart Life●
                    A Gateway can control only one group of receivers●

                    Zigbee Wi-Fi and Bluetooth control●

      type

71mm

27mm

73mm

                            DC5V                                71*73*27mm                 Zigbee      

     
   LM054

GW01W:

GW01W:

                    Management via Tuya App or Smart Life●
                    A Gateway can control multiple groups of receivers●

                    Compatible with Alexa and Google Home●

                    Compatible with Alexa and Google Home●
16 |



SINGLE COLOR REMOTE CONTROL  

    

●

  

                      Brightness dimming

                      Management of 4 Zones separately ●
53mm

1
1
0
.5
m
m

22mm

RGB+CCT REMOTE CONTROL
    

●

  

                      Brightness dimming, Kelvin adjustment and color management  

                      Management of 4 Zones separately ●

                         3V(2*AAA)                         2.4GHz                         GFSK                             30m

      Code          Working            Broadcast                      

     
   K-091

  voltage 
    Modulation                   Control   

    frequency       method   distance

●

  

  
  ●

                          3V(2*AAA)                        2.4GHz                          GFSK                           30m

       Code          Working                            Broadcast                      

     
   K-107

 voltage 
     Modulation                Control          

     frequency        method  distance

RGB+W REMOTE CONTROL  
    

●

  

                       Management of colors and a single white 

                       Management of 4 Zones separately●

                         3V(2*AAA)                         2.4GHz                        GFSK                               30m   K-196

52.5mm

1
2
0
m
m

21mm

       Code          Working            Broadcast                      
  voltage 

    Modulation                    Control    
    frequency       method    distance

                    Night mode function●●

                     Night mode function●

                    Night mode function ●
                    Play of light mode●

                     Play of light mode●

www.keremark.com
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SINGLE COLOR ROUND REMOTE CONTROL   

    

●

  

                    Brightness dimming ●

  

                          3V(2*AAA)                        2.4GHz                          GFSK                           30m

      Code           Working                Broadcast                      

     
   K-197

  voltage 
     Modulation               Control         

      frequency         method  distance

                    Night mode function●●

RGB+CCT KEYBOARD
    

●                      Brightness dimming, Kelvin adjustment and color management 

                      Management of 4 Zones separately ●

                         3V(2*AAA)                         2.4GHz                         GFSK                             30m

        Code          Working             Broadcast                      

     
   WR01RF

 voltage 
    Modulation                  Control   

     frequency method  distance

MONOCOLOR/CCT KEYBOARD  
    

●

  

                       Light dimming  

  
                     Management of 4 Zones separately●

                         3V(2*AAA)                         2.4GHz                        GFSK                               30m   WR02RF

     Code          Working             Broadcast                      
  voltage 

 Modulation                   Control    
     frequency       method   distance

                     Night mode function●

                    Night mode function ●
                    Play of light mode ●

                     Play of light mode●

●                     Kelvin CCT regulation  

www.keremark.com
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                       DC5~36V                       Max. 8.5A                              30m                       97*33*18mm            

DIMMER PUSH 5-36V  

      Code             Input                          Output                              Control                  

     
   K-900

●

  

●

    distance
 Dimensions             Compatible

      remotes  

  

●

K-904 / K-905 / K-908

www.keremark.com

97mm

33mm

18mm

                    2.4GHz RF control, control distance within 30 meters

                    Brightness dimming management

 for on/off and dimming from 0% to 100%.

                                         Possibility to connect an external pressure switch

                         DC5~36V                         Max. 8A                              30m                       97*33*18mm            

REPEATER DIMMER PUSH 5-36V  

      Code             Input                          Output                             Control                  

     
   K-901

●

  

●

   distance
 Dimensions           Compatible 

    remotes 

  

●

K-904 / K-905 / K-908

97mm

33mm

18mm

                     Power repeater for constant voltage from 5V to 36V.

                     Receives PWM control signals to regulate output.

  to expand the output unlimitedly.  

                      Ability to connect multiple power boosters in series or parallel 

                         DC12~24V                       Max. 20A                              30m                      107*75*24.5mm            

DIMMER PUSH 12-24V  

     Code             Input                         Output                             Control                  

     
    V1-T

  

   distance
 Dimensions            Compatible 

    remotes  

  

K-904 / K-905 / K-908

107.00 mm

7
5
.0

0
 m

m

24.50 mm

75.00 mm

●
●
●

                    2.4GHz RF control, control distance within 30 meters

                    Brightness dimming management

 for on/off and dimming from 0% to 100%.

                                         Possibility to connect an external pressure switch

                         | 19
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                         100~240VDC                       Max. 1.5A                             30m                       56*49.5*28mm            

DIMMER PUSH 220V  

      Code             Input                          Output                            Control                  

     
   S1-HV

●

  

●

   distance
 Dimensions            Compatible 

     remotes 

  

●

K-904 / K-905 / K-908

                    2.4GHz RF control, control distance within 30 meters

                    Brightness dimming management

 for on/off and dimming from 0% to 100%.

                                         Possibility to connect an external pressure switch

56.00 mm

4
9
.5

0
 m

m

56.00 mm

2
8
.0

0
 m

m

56.00 mm

3
7

.0
0
 m

m

25.00 mm

4 ZONE RF REMOTE CONTROL 

●   

●

  

●

Designed to control single color LED lights via the dedicated controller.

Equipped with a highly sensitive touch wheel for brightness adjustment.

Each remote control can be paired with one or more receivers.

Powered by two AAA batteries.

Equipped with an LED light that indicates operation.

Features a magnet on the back to attach to a back mount.

Able to control up to 4 different zones.

●

●

●

●

                         3V(2*AAA)                         2.4GHz                        30m      K-904

      Code             Working             Broadcast                      
   voltage 

  Control    
     frequency     distance

RF REMOTE CONTROL 1 ZONE   

●   

●

  

●

Designed to control single color LED lights via the dedicated controller.

Equipped with a highly sensitive touch lane for brightness adjustment.

Each remote control can be paired with one or more receivers.

Powered by one CR2032 battery.

Equipped with an LED light that indicates operation.

Features a magnet on the back to attach to a back mount.

Able to control a single zone.

●

●

●

●

                         3V(1*CR2032)                     2.4GHz                        30m      K-905

       Code            Working              Broadcast                      
    voltage 

  Control    
      frequency     distance

8 ZONE RF REMOTE CONTROL   

●   

●

  

●

Designed to control single color LED lights via the dedicated controller.

Equipped with a highly sensitive touch wheel for brightness adjustment.

Each remote control can be paired with one or more receivers.

Powered by two AAA batteries.

Equipped with an LED light that indicates operation.

Able to control up to 4 different zones.

●

●

●

                         3V(2*AAA)                         2.4GHz                        30m      K-908

       Code          Working             Broadcast                      
  voltage 

  Control    
     frequency     distance
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  BLADE 

5/10/15/20/25MT

Modern linear lighting system, allows you to create a blade 
of light with a maximum length of 25 meters which can be cut at will,
the kit includes the fixing system and the strap,
the led is not included in the package, 
you can buy the ideal Led strip among those available in our catalog,
the choice of the suitable strip depends on the linear meters of your project.

      Sku              K-0044 
     

Material
Color

Length
Width

   Zinc alloy
Black

5mt      10mt     15mt    20mt    25mt

1.6cm

             K-0045              K-0046              K-0047              K-0048 

      Sku
     

K-0040

Input connector 

16mm steel strip
Wall fixing base K-0041

K-0042
K-0043

Fixing base with connector input  

      Description

www.keremark.com

                         | 21



 20mm

2mm

 15mm

 10mm

RAW ALU

LENGTH: 2M  

 UNIT: mm  

Raw aluminum profiles, useful for the dissipation of the LED strips

K-P1707

 7

LENGTH: 2m  

17,4

12.4

UNIT: mm  

ACCESSORIES INCLUDED:

2 meter opal thermoplastic cover

4 metal fixing clips

4 end caps

    

      Code          Dimensions   

 K-0050                    2000*10*2mm 

 K-0051                    2000*15*2mm 

 K-0052                    2000*20*2mm

www.keremark.com
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K-P1616

   10,5 

   16 

       16 

LENGHT: 2m  

UNIT: mm  

ACCESSORIES INCLUDED:

2 meter opal thermoplastic cover

4 metal fixing clips

4 end caps 

www.keremark.com
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K-P1806

LENGHT: 2m  

UNIT: mm  

ACCESSORIES INCLUDED:

2 meter opal thermoplastic cover

4 metal fixing clips

4 end caps 

17.7

 3.8

www.keremark.com
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K-P4917

LENGHT: 2m  

UNIT: mm  

ACCESSORIES INCLUDED:

2 meter opal thermoplastic cover

4 metal fixing clips

4 end caps with screws 

www.keremark.com
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K-P0191

LENGHT: 2m  

UNIT: mm  

ACCESSORIES INCLUDED:

Double 2 meter opal thermoplastic cover

Fixing base 

2 painted aluminum end caps 

K-P0191B

K-P0191W

www.keremark.com
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K-P0292

LENGHT: 2m  

ACCESSORIES INCLUDED:

Double 2 meter opal thermoplastic cover

Fixing base 

2 painted aluminum end caps 
K-P0292B

K-P0292W

www.keremark.com
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UNIT: mm  



K-P0291

ACCESSORIES INCLUDED:

Double 2 meter opal thermoplastic cover

Fixing base 

2 painted aluminum end caps

K-P0291W

K-P0291B

www.keremark.com
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LENGHT: 2m  



K-P6114D

LENGHT: 2m  

UNIT: mm  

ACCESSORIES INCLUDED:

2 meter opal thermoplastic cover

4 end caps 

60.9

20.8

28.24

14

K-P5213

LENGHT: 2m  

UNIT: mm  

ACCESSORIES INCLUDED:

2 meter opal thermoplastic cover

4 end caps 

52.1

 9.5

12.5

13.3

www.keremark.com
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K-P5714

LENGHT: 2m  

UNITÀ: mm  

ACCESSORIES INCLUDED:

2 meter opal thermoplastic cover

4 end caps 

57.23

 12.49

17.2

14.4

www.keremark.com
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K-P6214

61.5

20.7

28.5

14

24.5

LENGHT: 2m

UNIT: mm  

ACCESSORIES INCLUDED:

2 meter opal thermoplastic cover

4 end caps

www.keremark.com
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K-P3511

ACCESSORIES INCLUDED:

2 meter opal thermoplastic cover

4 end caps

LENGHT: 2m

UNIT: mm  

12.5

35.5

10

15.5

www.keremark.com
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IP 

                       K-36W-12       110~260V    12V                  36W                       3A

36W POWER SUPPLY 

     

          
                       K-36W-24       110~260V    24V                  36W                      1.5A

  

  

      Code      Input   Output 
       Max       

        Power 
    Max 
Courrent 

                       K-60W-12       110~260V    12V                  60W                       5A

60W POWER SUPPLY 

     

     
                       K-60W-24       110~260V    24V                  60W                      2.5A

       Code      Input   Output 
      Max       

       Power 
    Max 
Courrent 

                       K-100W-12       110~260V    12V               100W                    8.33A

100W POWER SUPPLY 

     
                       K-100W-24       110~260V    24V               100W                    4.17A

      Code        Input     Output 
       Max       

        Power 
    Max
Courrent 

  

  

  

L
N

V
+

V
+

  

1

2 1

2

3

135mm

  35mm

  24mm

  

  

  

L
N

V
+

V
+

  

1

2 1

2

3

170mm

  35mm

  24mm

  

  

  

L
N

V
+

V
+

  

1

2 1

2

3

145mm

  49mm

  29mm

IP20
IP DEGREE

50/60Hz
FREQUENCYINPUT VOLTAGE

110V

260V 2
     WARRANTY

  YEARS

                       K-150W-12       110~260V    12V                150W                   12.5A

150W POWER SUPPLY 

     
                       K-150W-24       110~260V    24V                150W                     6.5A

     
      Code        Input     Output 

       Max       

        Power
    Max 
Courrent 

          

  

  

  

  

  L
N

V
+

V
+1

2

1

2

3

195mm

  49mm

  29mm

V
+

V
+1

2

                       K-200W-12       110~260V    12V                200W                   16.6A

200W POWER SUPPLY 

     
                       K-200W-24       110~260V    24V                200W                     8.3A

      Code        Input     Output 
       Max       

        Power 
    Max
Courrent   

  

  

  

  L
N

V
+

V
+1

2

1

2

3

195mm

  49mm

  29mm

V
+

V
+1

2

  

  

  

  

  L
N

V
+

V
+1

2

1

2

3

258mm

  49mm

  29mm

V
+

V
+1

2

                       K-250W-12       110~260V    12V                250W                   28.8A

250W POWER SUPPLY 

     
                       K-250W-24       110~260V    24V                250W                   10.4A

       Code        Input     Output 
       Max       

        Power 
    Max 
Courrent 

www.keremark.com
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20 POWER SUPPLIES



                       K-14350         180~265V    24V                  60W                      2.5A

60W PRO POWER SUPPLY

     

          

      Code     Input  Output 
      Max       

       Power 
    Max 
Courrent

IP20
IP DEGREE

50/60Hz
FREQUENCY     INPUT VOLTAGE 

180V

265V 2
     WARRANTY

  YEARS

  25mm

138mm

  36mm

  L
N

V
-

V
+

                       K-14352         180~265V    24V                 100W                       4A

100W PRO POWER SUPPLY

     

          

     Code      Input   Output
      Max       

       Power 
    Max
Courrent 

                       K-14354         180~265V    24V                 150W                       6A

150W PRO POWER SUPPLY

     

          

     Code      Input   Output
      Max       

       Power 
    Max
Courrent 

                       K-14356         180~265V    24V                 200W                       8A

200W PRO POWER SUPPLY 

     

          

      Code      Input   Output 
      Max       

       Power 
    Max 
Courrent 

  25mm

138mm

  50mm

  L
N

V
+

V
-

V
-

V
+

  25mm

180mm

  50mm

  L
N

V
+

V
-

V
-

V
+

  25mm

180mm

  50mm

  L
N

V
+

V
-

V
-

V
+

www.keremark.com
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                       K-14372         170~265V    24V                 100W                     4.16A

100W TRIMMER POWER SUPPLY

     

          

      Code      Input  Output 
      Max       

       Power 
    Max 
Courrent

IP20
IP DEGREE

50/60Hz
FREQUENCYINPUT VOLTAGE

170V

265V 2
     WARRANTY

  YEARS

                       K-14373         170~265V    24V                 150W                    6.25A

150W TRIMMER POWER SUPPLY

     

          

     Code      Input   Output 
      Max       

       Power 
    Max
Courrent

                       K-14374         170~265V    24V                 200W                     8.3A

200W TRIMMER POWER SUPPLY

     

          

     Code     Input  Output 
      Max      

       Power 
    Max
Courrent 

30

97

129

LED

SVR1

129

K
-1

4
3
7
2

IN
P

U
T:      1

7
0
-2

6
5
V

 5
0
/6

0
H

z
O

U
T

P
U

T:  2
4
V

 4
.1

6
A

2
4
V

 1
0
0
W

M
A

D
E

 IN
 P

.R
.C

.

L
N

V
-

V
+

30

97

160

LED

SVR1

160

K
-1

4
3
7
3

IN
P

U
T:      1

7
0

-2
6

5
V

 5
0

/6
0

H
z

O
U

T
P

U
T:  2

4
V

 6
.2

5
A

2
4
V

 1
5
0
W

M
A

D
E

 IN
 P.R

.C
.

L
N

V
-

V
+

30

11
5

215

LED

SVR1

215

K
-1

4
3
7
4

IN
P

U
T:      1

7
0

-2
6
5

V
 5

0
/6

0
H

z
O

U
T

P
U

T:  2
4
V

 8
.3

A

2
4
V

 2
0
0
W

M
A

D
E

 IN
 P.R

.C
.

L
N

V
-

V
+
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                         K-200W-12D       110~260V    12V               200W                    16.7A

200W DIMMABLE POWER SUPPLY

     
                       K-200W-24D       110~260V    24V               200W                    8.33A

                         K-150W-12D       110~260V    12V                150W                   12.5A

150W DIMMABLE POWER SUPPLY

     
                         K-150W-24D       110~260V    24V                150W                     6.5A

IP20
IP RATE

50/60Hz
FREQUENCY

110V

260V IP20
IP DEGREE    TRIAC DIMMABLE    0-10V DIMMABLE

2
     WARRANTY

  YEARS

          

INPUT VOLTAGE

     
        Code          Input       Output 

      Max       

       Power 
    Max 
Courrent 

     
        Code          Input       Output 

      Max       

       Power 
    Max 
Courrent

IP20
IP RATE

50/60Hz
FREQUENCY

110V

260V IP20
IP DEGREE    TRIAC DIMMABLE    0-10V DIMMABLE

2
      WARRANTY

  YEARS

          

  INPUT VOLTAGE

www.keremark.com

  

231mm

  49mm

  29mm

  

3

4

L
N

1

2

3

1

2

LED+

LED-

sig+

sig-

0
/1

0
V

 S
ig

n
a

l

                         K-100W-12D       110~260V    12V                100W                    8.3A

100W DIMMABLE POWER SUPPLY

     
                         K-100W-24D       110~260V    24V                100W                    4.2A

IP20
IP RATE

50/60Hz
FREQUENCY

110V

260V IP20
IP DEGREE    TRIAC DIMMABLE 0-10V DIMMABLE

2
      WARRANTY

  YEARS

          

INPUT VOLTEGE

     
       Code          Input      Output 

       Max      

        Power 
   Max 
Courrent 

  

287mm

  49mm

  29mm

  

3

4

L
N

1

2

3

1

2

LED+

LED-

sig+

sig-

0
/1

0
V

 S
ig

n
a

l

  

287mm

  49mm

  29mm

  

3

4

L
N

1

2

3

1

2

LED+

LED-

sig+

sig-

0
/1

0
V

 S
ig

n
a

l
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IP 20 DIMMABLE POWER SUPPLIES



                       K-14320         170~264V    24V                  60W                     2.5A

60W DALI POWER SUPPLY

     Code      Input  Output 
      Max       

       Power 
   Max 
Courrent 

  

  

  

  

4m
m

2
9
m

m
 

187mm

L

N

NL

4
9
m

m
 

IP20
IP DEGREE

50/60Hz
FREQUENCY  INPUT VOLTAGE

170V

264V 2
     WARRANTY

  YEARS

          

                       K-14321         170~264V    24V                 100W                     4.2A

100W DALI POWER SUPPLY 

     Code      Input  Output 
      Max      

       Power 
    Max 
Courrent 

  

  

4m
m

2
9
m

m
 

287mm

L

N

NL

4
9
m

m
 

  

  

  

  

                       K-14322         170~264V    24V                 150W                    6.25A

150W DALI POWER SUPPLY

     Code      Input  Output 
      Max       

       Power 
    Max 
Courrent 

  

  

4m
m

2
9
m

m
 

287mm

L

N

NL

4
9
m

m
 

  

  

  

  

                       K-14323         170~264V    24V                 200W                    8.3A

200W DALI POWER SUPPLY 

     Code     Input  Output 
      Max       

       Power 
    Max 
Courrent 

  

  

4m
m

2
9
m

m
 

287mm

L

N

NL

4
9
m

m
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IP 20 DALI POWER SUPPLIES



                         K-14024        170~260V    24V                300W                   12.5A

300W SLIM POWER SUPPLY

      Code     Input  Output       Max                     Max       

     

     

IP20
IP DEGREE

50/60Hz
FREQUENCY   INPUT VOLTAGE

170V

260V 2
      WARRANTY

YEARS

          

  Power Courrent    

                         K-14025       170~265V  24V                400W                   16.6A

400W SLIM POWER SUPPLY 

     
      Code     Input  Output       Max                    Max      

  Power Courrent

                         K-14026       170~265V  24V                500W                    20A

500W SLIM POWER SUPPLY 

     
      Code     Input  Output       Max                     Max       

  Power Courrent

  

  

L
N

V
-

V
-

V
+

V
+

23mm

50mm

238mm

    

L
N

V
-

V
-

V
+

V
+

23mm

50mm

238mm

  
  

L
N

V
-

V
-

V
+

V
+

23mm

50mm

238mm

www.keremark.com
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IP 20 SLIM POWER SUPPLIES



                         K-14302        220~240V    24V                 24W                      1A

24W ULTRA SLIM POWER SUPPLY

      Code      Input   Output 
      Max                   Max      

     

     

IP20
IP DEGREE

50/60Hz
FREQUENCYINPUT VOLTAGE

220V

240V 2
      WARRANTY

YERS

          

  Power Power    

    

168mm

3 800234 651491

            K-14302

            IN: 220-240V~ 50/60Hz 

            OUT: 24V ,1A, Max. 24W 

            TC <65°C

            Input: 220V

            White

            White

            Red +

       Black -

            Output: 24V

            LED POWER SUPPLY

3 800234 651477

18mm

18mm

                         K-14304        220~240V    24V                 48W                      2A

48W ULTRA SLIM POWER SUPPLY

      Code      Input  Output 
      Max                     Max       

     

     

  Power Courrent    

  
  

280mm

            K-14304

            IN: 220-240V~ 50/60Hz 

            OUT: 24V ,2A, Max. 48W 

            TC <65°C

            Input: 220V

            White

            White

            Red +

       Black -

            Output: 24V

            LED POWER SUPPLY

18mm

18mm

                         K-14306        220~240V    24V                 72W                      3A

72W ULTRA SLIM POWER SUPPLY

      Code      Input  Output       Max                   Max    

     
  Power Courrent    

  

  

300mm

            K-14306

            IN: 220-240V~ 50/60Hz 

            OUT: 24V ,3A, Max. 72W 

            TC <65°C

            Input: 220V

            White

            White

            Red +

       Black -

            Output: 24V

            LED POWER SUPPLY

18mm

18mm

3 800234 651484

www.keremark.com
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IP 20 ULTRA SLIM POWER SUPPLIES



  

OUTPUT DC 
-V (Blue)

+V (Brown)

8
0
m

m

203mm

227mm

INPUT AC 

FG/L (Yellow/Green)

AC /N(Blue)

AC /L(Brown) +
 -

3
9
m

mVDE      0.75mm x3C(200mm) VDE      0.75mm x3C(200mm) 

  

                             K-14210           110~260V           24V              250W                   10.41A

250W IP67 POWER SUPPLY 

     
        Code           Input       Output 

      Max       

       Power 
    Max 
Courrent 

IP 67
IP DEGREE

50/60Hz
FREQUENCYINPUT VOLTAGE

110V

260V
     

2
     WARRANTY

 YEARS

                              K-14208           110~260V          24V               150W                     6.25A

150W IP67 POWER SUPPLY

VDE      0.75mm x3C(200mm) VDE      0.75mm x3C(200mm) 

INPUT AC

OUTPUT DC FG/L (Yellow/Green)

AC /N(Bluw)

AC /L(Brown) +
 - -V (Blue)

+V (Brown)

163mm

187mm

6
9

m
m

1
9

m
m

     
        Code           Input       Output 

      Max       

       Power 
    Max 
Courrent 

                              K-14206           110~260V          24V               100W                     4.17A

100W IP67 POWER SUPPLY 

VDE      0.75mm x3C(184mm) VDE      0.75mm x2C(184mm) 

INPUT AC

OUTPUT DC FG/L (Yellow/Green)

AC /N(Blue)

AC /L(Brown) +
 - -V (Blue)

+V (Brown)

163mm

187mm

6
9

m
m

1
9

m
m

     
         Code           Input       Output 

      Max       

       Power 
    Max 
Courrent 

www.keremark.com
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IP 67  POWER SUPPLIES



LED PANELS

Applications
Commercial, domestic or office lighting    

   Excellent light output

   Energy saving and environmental protection

   Excellent performance due to good heat dissipation

   Decorative, modern and easy to install

Product features

www.keremark.com
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       PARTNERSHIP WITH
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                         40W         3000K             4600lm

BACK-LIT 60X60 LED PANEL

      Code        Power     Kelvin       Lumens          

     

     

PB 0104

                         40W         4000K             4800lm

     
PB 0105

                         40W         6000K             4920lm

     
PB 0106

H26mm

 

Ra

CRI
80≥

BEAM ANGLE
110° IP 40

IP DEGREE

PF

     POWER FACTOR

0,9> 50/60Hz
FREQUENCY

lm/W
115~123

EFFICIENCY

200V
240V

           AC INPUT

-

      LIFETIME 

3
     WARRANTY

YEARSE
           ENERGY LABEL

     50.000H
       EN 62471       EN 62471

      RG 0



       PARTNERSHIP WITH - Tsong
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                         36W    2900~3100K         3780lm

BACK-LIT PANEL 30X120

      Code         Power     Kelvin      Lumens          

     

     

K-E1006

                         36W    4000~4500K         3960lm

     
K-E1007

                         36W    5500~6000K         3960lm

     
K-E1008

                         60W    2900~3100K         6300lm

BACK-LIT PANEL 60X120 

       Code        Power      Kelvin       Lumens          

     

     

K-E1009

                         60W    4000~4500K         6600lm

     
K-E1010

                         60W    5500~6000K         6600lm

     
K-E1011

Ra

CRI
80≥

 BEAM ANGLE
120°

  WORKING VOLTAGE

36V
DC IP 41

IP DEGREE

PF

     POWER FACTOR

0,95> 50/60Hz
FREQUENCY

lm/W
105~110

EFFICIENCY

2835
  LED TYPE

SMD

48Pcs

200V
240V

    INPUT VOLTAGE

-

     LIFE TIME 

     50.000H 5
    WARRANTY

 YEARS
1.9

         WEIGHT         CLASS  III        EN 62471       EN 62471

      RG 0

Ra

CRI
80≥

BEAM ANGLE
120°

  WORKING VOLTAGE

36V
DC IP 41

IP DEGREE

PF

     POWER FACTOR

0,95> 50/60Hz
FREQUENCY

lm/W
105~110

EFFICIENCY

2835
 LED TYPE

SMD

 96Pcs

200V
240V

    INPUT VOLTAGE

-

      LIFETIME 

     50.000H 5
     WARRANTY

 YEARS
4.1
          WEIGHT         CLASS  III        EN 62471       EN 62471

      RG 0

F
          ENERGY LABEL

F
         ENERGY LABEL
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                         36W    2900~3100K         3780lm

        UGR<19 BACK-LIT PANEL 60X60 

     Code        Power      Kelvin       Lumens          

     

     

K-E1024

                         36W    4000~4500K         3960lm

     
K-E1025

                         36W    5500~6000K         3960lm

     
K-E1026

Ra

CRI
80≥

 BEAM ANGLE
120°

  WORKING VOLTAGE

36V
DC IP 41

IP DEGREE

PF

     POWER FACTOR

0,95> 50/60Hz
FREQUENCY

lm/W
105~110

EFFICIENCY

2835
 LED TYPE

SMD

 48Pcs

200V
240V

     INPUT VOLTAGE

-

        LIFETIME 

     50.000H 5
      WARRANTY

 YEARS
1.9

        WEIGHT         CLASS III      FLIKER FREE

UGR

UGR
19<

      RG 0

       EN 62471       EN 62471

      RG 0

F
  ETICHETTA ENERGETICA

                         36W    2900~3100K         3780lm

UGR<19 BACK-LIT PANEL 30X120

       Code      Power       Kelvin      Lumens          

     

     

K-E1030

                         36W    4000~4500K         3960lm

     
K-E1031

                         36W    5500~6000K         3960lm

     
K-E1032

Ra

CRI
80≥

 BEAM ANGLE
120°

  WORKING VOLTAGE

36V
DC IP 41

IP DEGREE

PF

    POWER FACTOR

0,95> 50/60Hz
FREQUENCY

lm/W
105~110

EFFICIENCY

2835
 LED TYPE

SMD

 48Pcs

200V
240V

     INPUT VOLTAGE

-

       LIFETIME 

     50.000H 5
      WARRANTY

 YEARS
1.9

        WEIGHT         CLASS III     FLIKER FREE

UGR

UGR
19<

      RG 0

       EN 62471       EN 62471

      RG 0

F
  ETICHETTA ENERGETICA

       PARTNERSHIP WITH - Tsong
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www.keremark.com

                         36W    2900~3100K         3960lm

RALF - PANEL 30X120 

      Code        Power      Kelvin      Lumens          

     

     

K-E1043

                         36W    4000~4500K         4140lm

     
K-E1044

                         36W    5000~5500K         4320lm

     
K-E1045

1194mm

2
9

5
m

m

11.3mm

                         36W    2900~3100K         3960lm

RALF - PANEL 60X60 

      Code       Power      Kelvin        Lumens          

     

     

K-E1040

                         36W    4000~4500K         4140lm

     
K-E1041

                         36W    5000~5500K         4320lm

     
K-E1042

595mm

5
9

5
m

m

9mm

Ra

CRI
80≥

BEAM ANGLE
120°

  WORKING VOLTAGE

40V
DC IP 41

IP DEGREE

PF

     POWER FACTOR

0,95> 50/60Hz
FREQUENCY

lm/W
110~120

EFFICIENCY

4014
 LED TYPE

SMD

 210Pcs

200V
240V

    INPUT VOLTAGE

-

       LIFETIME

     50.000H 5
     WARRANTY

 YEARS
  3

         WEIGHT          CLASS  III        EN 62471       EN 62471

      RG 0

Ra

CRI
80≥

BEAM ANGLE
120°

  WORKING VOLTAGE

40V
DC IP 41

IP DEGREE

PF

      POWER FACTOR

0,95> 50/60Hz
FREQUENCY

lm/W
110~120

EFFICIENCY

4014
  LED TYPE

SMD

 210Pcs

200V
240V

     INPUT VOLTAGE

-

      LIFETIME 

     50.000H 5
     WARRANTY

 YEARS
  3.2

         WEIGHT          CLASS  III        EN 62471       EN 62471

      RG 0

E
         ENERGY LABEL

E
           ENERGY LABEL

       PARTNERSHIP WITH - Tsong



www.keremark.com

1195mm

5
9
5
m

m

11.3mm

                         60W    2900~3100K         6000lm

RALF - PANEL 60X120 

      Code        Power      Kelvin       Lumens          

     

     

K-E1049

                         60W    4000~4500K         6300lm

     
K-E1050

                         60W    5000~5500K         6600lm

     
K-E1051

Ra

CRI
80≥

BEAM ANGLE
120°

  WORKING VOLTAGE

40V
DC IP 41

GRADO IP

PF

    POWER FACTOR

0,95> 50/60Hz
FREQUENCY

lm/W
100~110

EFFICIENCY

4014
  LED TYPE

SMD

 420Pcs

200V
240V

     INPUT VOLTAGE

-

     LIFETIME 

     50.000H 5
     WARRANTY

 YEARS
    6

          WEIGHT         CLASS  III        EN 62471       EN 62471

      RG 0

F
         ENERGY LABEL

46 |

       PARTNERSHIP WITH - Tsong
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                         36W    2900~3100K         3960lm

RALF UGR - PANEL 60X60 

      Code        Power     Kelvin       Lumens          

     

     

K-E1052

                         36W    4000~4500K         4140lm

     
K-E1053

                         36W    5000~5500K         4320lm

     
K-E1054

595mm

5
9

5
m

m

9mm

UGR

UGR
19<

Ra

CRI
80≥

BEAM ANGLE
120°

  WORKING VOLTAGE

40V
DC IP 41

IP DEGREE

PF

     POWER FACTOR

0,95> 50/60Hz
FREQUENCY

lm/W
110~120

EFFICIENCY

4014
 LED TYPE

SMD

 210Pcs

200V
240V

    INPUT VOLTAGE

-

      LIFETIME 

     50.000H 5
    WARRANTY

 YEARS
    3

         WEIGHT         CLASS  III        EN 62471       EN 62471

      RG 0

E
          ENERGY LABEL

                         36W    2900~3100K         3960lm

RALF UGR - PANEL 30X120 

    Code       Power     Kelvin       Lumens          

     

     

K-E1055

                         36W    4000~4500K         4140lm

     
K-E1056

                         36W    5000~5500K         4320lm

     
K-E1057

1194mm

2
9

5
m

m

11.3mm

UGR

UGR
19<

Ra

CRI
80≥

BEAM ANGLE
120°

  WORKING VOLTAGE

40V
DC IP 41

IP DEGREE

PF

     POWER FACTOR

0,95> 50/60Hz
FREQUENCY

lm/W
110~120

EFFICIENCY

4014
   LED TYPE

SMD

 210Pcs

200V
240V

     INPUT VOLTAGE

-

       LIFETIME 

     50.000H 5
     WARRANTY

 YEARS
    3.2

        WEIGHT         CLASS  III        EN 62471       EN 62471

      RG 0

E
          ENERGY LABEL

       PARTNERSHIP WITH - Tsong



12
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                         10W    2900~3100K         700lm

SENECA - PANEL 20X20 

      Code         Power     Kelvin     Lumens          

     

     

K-E1071

                         10W    4000~4500K         750lm

     
K-E1072

                         10W    5000~5500K         800lm

     
K-E1073

195mm

1
9

5
m

m

9mm

                         18W    2900~3100K         1260lm

SENECA - PANEL 30X30 

      Code         Power      Kelvin       Lumens          

     

     

K-E1074

                         18W    4000~4500K         1350lm

     
K-E1075

                         18W    5000~5500K         1440lm

     
K-E1076

295mm

2
9

5
m

m

9mm

Ra

CRI
80≥

 BEAM ANGLE
120°

  WORKING VOLTAGE

36V
DC IP 41

IP DEGREE

PF

     POWER FACTOR

0,9> 50/60Hz
FREQUENCY EFFICIENCY

4014
  LED TYPE

SMD

  50Pcs

200V
240V

    INPUT VOLTAGE

-

       LIFETIME 

     50.000H 5
     WARRANTY

 YEARS
  0.85

         WEIGHT         CLASS  III        EN 62471       EN 62471

      RG 0

lm/W
80

Ra

CRI
80≥

 BEAM ANGLE
120°

  WORKING VOLTAGE

36V
DC IP 41

IP DEGREE

PF

    POWER FACTOR

0,9> 50/60Hz
FREQUENCY EFFICIENCY

4014
  LED TYPE

SMD

  84Pcs

200V
240V

     INPUT VOLTAGE

-

      WARRANTY 

     50.000H 5
     WARRANTY

 YEARS
  1.05

        WEIGHT         CLASS III        EN 62471       EN 62471

      RG 0

lm/W
80

G
          ENERGY LABEL

G
          ENERGY LABEL

       PARTNERSHIP WITH - Tsong
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                         24W    2900~3100K         1680lm

SENECA - PANEL 30X60 

        Code          Power     Kelvin      Lumens          

     

     

K-E1077

                         24W    4000~4500K         1800lm

     
K-E1078

                         24W    5000~5500K         1920lm

     
K-E1079

595mm

2
9
5
m

m

9mm

                         40W    2900~3100K         2800lm

SENECA - PANEL 30X120 

        Code          Power     Kelvin       Lumens          

     

     

K-E1080

                         40W    4000~4500K         3000lm

     
K-E1081

                         40W    5000~5500K         3200lm

     
K-E1082

1195mm

2
9
5
m

m

11.3mm

Ra

CRI
80≥

BEEAM ANGLE
120°

  WORKING VOLTAGE

36V
DC IP 41

IP DEGREE

PF

    POWER FACTOR

0,9> 50/60Hz
FREQUENCY EFFICIENCY

4014
  LED TYPE

SMD

 132Pcs

200V
240V

     INPUT VOLTAGE

-

       LIFETIME 

     50.000H 5
     WARRANTY

 YEARS
  1.8

           WEIGHT         CLASS  III        EN 62471       EN 62471

      RG 0

lm/W
80

Ra

CRI
80≥

BEAM ANGLE
120°

  WORKING VOLTAGE

36V
DC IP 41

IP DGREE

PF

     POWER FACTOR

0,9> 50/60Hz
FREQUENCY EFFICIENCY

4014
  LED TYPE

SMD

 180Pcs

200V
240V

     INPUT VOLTAGE

-

       LIFETIME 

     50.000H 5
     WARRANTY

 YEARS
  3.2

         WEIGHT         CLASS  III        EN 62471       EN 62471

      RG 0

lm/W
80

G
          ENERGY LABEL

G
         ENERGY LABEL

       PARTNERSHIP WITH - Tsong
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                         45W    2900~3100K         3600lm

SENECA - PANEL 30X150 

         Code       Power     Kelvin       Lumens          

     

     

K-E1083

                         45W    4000~4500K         3600lm

     
K-E1084

                         45W    5500~6000K         3850lm

     
K-E1085

1459mm

2
9
5
m

m

11.3mm

                         40W    2900~3100K         2800lm

SENECA - PANEL 60X60 

          Code        Power      Kelvin       Lumens          

     

     

K-E1086

                         40W    4000~4500K         3000lm

     
K-E1087

                         40W    5000~5500K         3200lm

     
K-E1088

595mm

5
9

5
m

m

9mm

Ra

CRI
80≥

BEAM ANGLE
120°

  WORKING VOLTAGE

36V
DC IP 41

IP DEGREE

PF

    POWER FACTOR

0,9> 50/60Hz
FREQUENCY EFFICIENCY

4014
  LED TYPE

SMD

 252Pcs

200V
240V

    INPUT VOLTAGE

-

       LIFETIME 

     50.000H 5
     GARANZIA

 ANNI
  3.9

           PESO         CLASS  III        EN 62471       EN 62471

      RG 0

lm/W
85

Ra

CRI
80≥

BEAM ANGLE
120°

  WORKING VOLTAGE

36V
DC IP 41

IP DEGREE

PF

     POWER FACTOR

0,9> 50/60Hz
FREQUENCY EFFICIENCY

4014
  LED TYPE

SMD

 180Pcs

200V
240V

     INPUT VOLTAGE

-

       LIFETIME 

     50.000H 5
     WARRANTY

 YEARS
    3

         WEIGHT         CLASS  III        EN 62471       EN 62471

      RG 0

lm/W
80

F
          ENERGY LABEL

G
         ENERGY LABEL

       PARTNERSHIP WITH - Tsong
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                         36W       RGB+CCT         3600lm

VEGAS - PANEL  RGB+CCT 60X60 

    Code        Power      Kelvin       Lumens          

     

K-3250

595mm

5
9

5
m

m

11.5mm

Ra

CRI
80≥

 BEAM ANGLE
120°

  WORKING VOLTAGE

24V
DC IP 40

IP DEGREE

PF

       POWER FACTOR

0,65> 50/60Hz
FREQUENCY

lm/W
100
EFFICIENCY

3528
   LED TYPE

SMD

      LIFETIME 

     50.000H 5
      WARRANTY

YEARS

  3.25

           WEIGHT         CLASS III

      RG 0

       EN 62471       EN 62471

      RG 0

WL/CT
(nm/k)

R:622-627

W:2700-6500K

G:465-470

B:515-520

G
         ENERGY LABEL
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≥80 

L0301B/N
 

White/Black
 

40W 

3000K 

4600/3800lm 

120° 

≤30 

≥80 

L0302B/N
 

White/Black
 

40W 

4000K 

5070/4110lm 

120° 

≥80 

L0307B/N 

White/Black  

50W 

3000K 

5800/4800lm 

120° 

≥80 

L0308B/N 

White/Black  

50W 

4000K 

6430/4960lm 

120° 

0.9 

L1200*W70*60mm  

≤30 

0.9 

L1200*W70*60mm  

≤30 

0.9 

L1200*W100*60mm 

≤30 

0.9 

L1200*W100*60mm 

Model

Color

Power

CCT

Lumen

Beam Angle

CRI

UGR

PF

Dimensions

Link components specification

       

Product
Code

 

Color

 

Description

 

 Power

 

CCT

 

Lumen

 

Beam

 

CRI

 

UGR

 

PF

 

Dimensions

 

L0303B/N White/Black

 

Equilateral triangle 
3W

 

3000K

 

270/265lm

 

130°

 

≥80

 

≤30

 

0.9

 

70mm

 

L0304B/N White/Black

 

3W

 

4000K 280/275lm 130° ≥80 ≤30

 

0.9

 

70mm

 

L0305B/N White/Black 4W

 

3000K

 

365/320lm

 

130°

 

≥80

 

≤30

 

0.9

 

70mm

 

L0306B/N White/Black

 

4W

 

4000K

 

400/360lm

 

130°

 

≥80

 

≤30

 

0.9

 

70mm

 

L0309B/N White/Black 4W

 

3000K

 

355/350lm

 

130°

 

≥80

 

≤30

 

0.9

 

100mm

 

L0310B/N White/Black 4W

 

4000K

 

415/400lm

 

130°

 

≥80

 

≤30

 

0.9

 

100mm

 

L0311B/N White/Black 6W
 

3000K
 

590/580lm
 

130°
 

≥80
 

≤30
 

0.9
 

100mm
 

L0312B/N White/Black 6W  4000K  630/580lm  130°  ≥80  ≤30  0.9  100mm  

 

Link components    

 
   Product Code

  

Description

LA0301

 

Suspended cable installation kit

    
LA0302

 

Accessory kit for ceiling installation with 70mm open slats

     

LA0303

      

LA0304 Accessory kit for 70mm ceiling installation

LA0305 Accessory kit for 100mm ceiling installation

MODULAR LINEAR LAMP

Accessoried

Beam

Angle

connection module

Equilateral triangle 

connection module

       Rhombus

connection module

       Rhombus

connection module

Equilateral triangle 

connection module

Equilateral triangle 

connection module

       Rhombus

connection module

       Rhombus

connection module

Accessory kit for ceiling installation with 100mm open slats

      PARTNERSHIP WITH

www.keremark.com
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LIMM

                         18W         4000K             1620lm

     Code        Power      Kelvin       Lumens          

     
K-4900

Ra

CRI
90≥

 BEAM ANGLE
100° IP 44

IP DEGREE

PF

    POWER FACTOR

0,9> 50/60Hz
FREQUENCY

lm/W
  90
EFFICIENCY

OSRAM
  LED TYPE

SMD

   LIFETIME 

     50.000H

2
     WARRANTY

YEARS
        CLASS III

      RG 0

       EN 62471       EN 62471

      RG 0

 

 
 

 

 
 

   

   

Cutout Ø190~210mm [7.5~8.3 in] 
 
 
 
 
 
 
 

51mm [2.1 in] 

 
 

 
Ø228mm [8.8 in] 

 

200V
240V

INPUT VOLTAGE

-

       DRIVER 

     LIFUD

F
           ENERGY LABEL

www.keremark.com
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LEX

                          7W         4000K              630lm

      Code      Power      Kelvin       Lumens          

     
K-4799

Ra

CRI
90≥

 BEAM ANGLE

38°/60° IP 20
IP DEGREE

PF

     POWER FACTOR

0,5> 50/60Hz
FREQUENCY

lm/W
  90
EFFICIENCY

CREE
 LED TYPE

COB

   LIFETIME 

     50.000H

2
     WARRANTY

YEARS
         CLASS III

      RG 0

       EN 62471       EN 62471

      RG 0

200V
240V

INPUT VOLTAGE

-

                       38° 

     Beam Angle 

                          7W         4000K              630lm
     
K-4801                        60° 

  

Cutout Ø75~80mm [2.9~3.1 in] 

Ø85mm

90.5mm

       DRIVER 

     LIFUD

Reflector               Lens

F
         ENERGY LABEL
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  BERT    

  K-9301          10W           3000K          1140lm         ø110*21mm                 84          

 Code   Power Kelvin               Dimensions   

     

              Lumens   

         

         
              

         
          

         
          

lm/W
  120

EFFICIENCY

Ra

CRI
85

INPUT VOLTAGE
180V

245V
50/60Hz

FREQUENCY

         
          

         
          

             Led 

2D Lamp           Fluorescent tube               LED  

  Easy to replace

  10W               15W             20W               25W

Quick connection

Ground wire

for added security 

Industrial magnet 
Quick installation and fastening

3
      WARRANTY

YEARS SMD 
  LED TYPE

 EPISTAR

IP DEGREE

IP 20

  K-9302          10W           4000K          1200lm         ø110*21mm                 84

  K-9303          10W           6000K          1260lm         ø110*21mm                 84

  K-9304          15W           3000K          1710lm         ø142*21mm                156

  K-9305          15W           4000K          1800lm         ø142*21mm                156

  K-9306          15W           6000K          1890lm         ø142*21mm                156

  K-9307          20W           3000K          2280lm         ø180*21mm                174

  K-9308          20W           4000K          2400lm         ø180*21mm                174

  K-9309          20W           6000K          2520lm         ø180*21mm                174

  K-9310          25W           3000K          2850lm         ø210*21mm                252

  K-9311          25W           4000K          3000lm         ø210*21mm                252

  K-9312          25W           6000K          3150lm         ø210*21mm                252

BEAM ANGLE
120°

quantity  

E
           ENERGY LABEL
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  BERT ADJUSTABLE 
  

  K-9320          10W            1200lm         ø110*21mm                 28          

  Code    Power               Dimensions   

     

              Lumens   

         

         

     

         

lm/W
  120

EFFICIENCY

3
       WARRANTY

YEARS

Ra

CRI
85

INPUT VOLTAGE
180V

245V
50/60Hz

FREQUENCY

 2835 
  LED TYPE

 SMD

IP DEGREE

IP 20

  K-9321          15W            1800lm         ø145*21mm                 30

  K-9322          20W            2400lm         ø180*21mm                 56

  K-9323          25W            3000lm         ø210*21mm                 60

Quick connection

ADJUSTABLE KELVIN GRADATION  3000/4000/6000K  

The distance between the cover and the module is only 11 mm.

No bright spot, no dark area, uniform brightness 

Made with an insulating treatment, safer,

  KELVIN ADJUSTABLE 

 BEAM ANGLE
160°

allows you to touch the module even when it is switched on

E
           ENERGY LABEL

             Led 
quantity  

Ground wire
for added security

Industrial magnet 
Quick installation and fastening
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  VICTORY 

 

Ra

CRI
80≥

 BEAM ANGLE
330°

IP 20
IP DEGREE

PF

    POWER FACTOR

0,9> 

lm/W
130

EFFICIENCY
2835

  LED TYPE

SMD100V
240V

     INPUT VOLTAGE

-

      LIFETIME 

     30.000H 2
     WARRANTY

 YEARS

 ø26*L588  1170LM

 ø26*L898  1560LM

 ø26*L1198  2340LM

 ø26*L1498  3120LM

       Code               Power                  Kelvin           Dimensions                 Lumens          
     

K-2051/3
K-2051/4
K-2051/6
K-2052/3
K-2052/4
K-2052/6

K-2053/4

K-2054/3

K-2053/3

K-2053/6

K-2054/6
K-2054/4

3000K
4000K
6000K
3000K
4000K
6000K
3000K
4000K
6000K

3000K

6000K
4000K

9W

12W

18W

24W

       BASE

T8
G13

       EN 62471       EN 62471

      RG 0

           LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

D
           ENERGY LABEL
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  BILL 

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

UNIT:cd

C0/180,125.7°

UNIT:cd

C90/270,107.0°

AVERAGE BEAM ANGLE(50%):116.4 DEG

0

44

88

157

352

140

 

 ø23*L1148  2880LM

 ø23*L1448  4000LM

      Code                Power                  Kelvin           Dimensions               Lumens          
     

K-E3000
K-E3001
K-E3002
K-E3003
K-E3004
K-E3005

3000K
4000K
6000K
3000K
4000K
6000K

18W

25W

Ra

CRI
80≥

BEAM ANGLE
140°

IP 20
IP DEGREE

PF

    POWER FACTOR

0,95> 

lm/W
160

EFFICIENCY

2835
  LED TYPE

SMD100V
240V

INPUT VOLTAGE

-

    LIFETIME 

     30.000H 2
    WARRANTY

YEARS

   BASE

T5

       EN 62471       EN 62471

      RG 0

 LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

C
           ENERGY LABEL
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  ARTHUR ADJUSTABLE

 

   

K-E2060          24W           3000K          2880lm        600*70*68mm          

 Code   Power Kelvin               Dimensions   

     

              Lumens   

K-E2061          24W           4000K          2880lm        600*70*68mm          

K-E2062          24W           6000K          2880lm        600*70*68mm          
     K-E2063          36W           3000K          4320lm      1200*70*68mm          

K-E2064          36W           4000K          4320lm      1200*70*68mm          
     K-E2065          36W           6000K          4320lm      1200*70*68mm          

K-E2066          50W           3000K          6000lm      1500*70*68mm          
     K-E2067          50W           4000K          6000lm      1500*70*68mm          

K-E2068          50W           6000K          6000lm      1500*70*68mm          

  COSMO 

  COSMO LINKABLE 

lm/W
  130

EFFICIENCY

   

K-E2011        20~40W       4000K         5200lm       1221*74*64mm          

 Code    Power Kelvin            Dimensions   

     

              Lumens   

K-E2012        30~60W       4000K         7800lm      1502*74*64mm          

lm/W
  120

EFFICIENCY

3
     WARRANTY

 YEARS

PF

     POWER FACTOR

0,90> 
     INPUT VOLTAGE

220V

240V
50/60Hz

FREQUENCY

 SMD 2835
  LED TYPEDRIVER

    LG OSRAM
IP DEGREE  IK PROTECTION        EN 62471       EN 62471

      RG 0

Adjustable Power

E
          ENERGY LABEL

E
           ENERGY LABEL

5
     WARRANTY

 YEARS

PF

     POWER FACTOR

0,95> 
     INPUT VOLTAGE

220V

240V
50/60Hz

FREQUENCY   LED TYPEDRIVER

    BRIDGELUX OSRAM
IK PROTECTIONIP DEGREE        EN 62471       EN 62471

      RG 0

       PARTNERSHIP WITH - Tsong

- Tsong       PARTNERSHIP WITH

   

K-E2069          24W           3000K          2880lm        600*70*68mm          

 Code    Power Kelvin               Dimensions   

     

              Lumens   

K-E2070          24W           4000K          2880lm        600*70*68mm          

K-E2071          24W           6000K          2880lm        600*70*68mm          
     K-E2072          36W           3000K          4320lm      1200*70*68mm          

K-E2073          36W           4000K          4320lm      1200*70*68mm          
     K-E2074          36W           6000K          4320lm      1200*70*68mm          

K-E2075          50W           3000K          6000lm      1500*70*68mm          
     K-E2076          50W           4000K          6000lm      1500*70*68mm          

K-E2077          50W           6000K          6000lm      1500*70*68mm          lm/W
  120

EFFICIENCY

3
      WARRANTY

  YEARS

PF

    POWER FACTOR

0,90> 
    INPUT VOLTAGE

220V

240V
50/60Hz

FREQUENCY

 SMD 2835
  LED TYPEDRIVER

    LG OSRAM
IP DEGREE   IK PROTECTION        EN 62471       EN 62471

      RG 0

E
           ENERGY LABEL
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  MOLLY 

K-18009 / K-18011

K-18013 / K-18015

1200x80x72

1500x80x72

9

9

12

14

800-860

1080-1150

1230*90*80

1530*90*80

1250*290*260

1550*290*260

1.8kg18kg

2.1kg21kg

     LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

  Dimensions

  Code   Dimensions (LxWxH) (mm)  Quantity/  Box
       Internal Box Size

  (mm)
         External box size

  (mm)   Box weight   Product weight

E
           ENERGY LABEL

K-18009

    40W

   240

    5200

K-18015

    60W

   360

7800

    4000K

K-18011 K-18013

    6000K     4000K     6000K

 Lifud Philips

 Code

 Kelvin

Potewer

  Led Quantity

      Lumens

Driver 

   Power Factor 

Beam Angle 

   Input Voltage

IP Degree

Temperature

     Lifetime

   Warranty   5 years

   50.000 H

Working: -20°C~+40°C   Storage: -30°C~+60°C

120°

1200mm 1500mm



  APOLLO 

K-8401           7040~10880lm 

 Power  Kelvin           Lumens  

     3000K  44~68W

             Installation

     Three-phase binary

> Kelvin : 3000K/4000K/6000K

> Function : ON-OFF (Optional: Dimmable 1-10V and Dali )  

> PPower: 44~68W adjustable

Options 

> Installation : Three-phase track / Suspension 

> Replaces traditional track lights

Applications

> Warehouses, factories, supermarkets, offices

> Beam Angle: 90° (Optional: 60° / Ds20°)

lm/W
  160

EFFICIENCY

5
      WARRANTY

 YEARS IP 20
IP DEGREE

PF

POWER FACTOR

0,95> 
INPUT VOLTAGE

200V

240V
50/60Hz

FREQUENCY

 SMD
  LED TYPE

 2835
       EN 62471       EN 62471

      RG 0

D
     ENERGY LABEL

Optional Optional Standard 

K-8400 

 Code  

K-8403               3000K  44~68W       SuspensionK-8402 
      (with three-phase connection)

 7040~10880lm 

K-8405           7040~10880lm      4000K  44~68WK-8404 

K-8407               4000K  44~68WK-8406  7040~10880lm 

K-8409           7040~10880lm      6000K  44~68WK-8408 

K-8411               6000K  44~68WK-8410  7040~10880lm 

www.keremark.com
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 Code  
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                         | 61

     Three-phase binary

      Suspension
      (with three-phase connection)

     Three-phase binary

      Suspension
      (with three-phase connection)



 CHARLY 

K-10497           17000lm 

 Code    Power Kelvin           Lumens 

4000K  100W

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

UNITcd:

C0 1801100/ , . °
UNITcd:

C30 2101101/ , . °

UNITcd:

C60 2401101/ , . °

UNITcd:

C90 2701103/ , . °
AVERAGE EAMANGLE 50 1101DEGB ( %): .

0

1500

3000

4500

6000

7500

Optional bracket 

Dimensions

4
6

8
0

.

5
6
8
0

.

1
6
0
1
8

.

ø 305.23

ø 213.00

100 / 150W 

6
4

0
0

. 7
9

0
0

.
1

8
2

3
9

.

33600.

∅33600.

∅21300.

200 / 240W 

     

     
K-10511           40800lm 5700K  240W

K-10509           40800lm 4000K  240W

K-10507           34000lm 5700K  200W

K-10505           34000lm 4000K  200W

     
K-10503           25500lm 5700K  150W

     
K-10501           25500lm 4000K  150W

K-10499           17000lm 5700K  100W

lm/W
  170

EFFICIENCY

INDOOR & OUTDOOR

PF

POWER FACTOR

0,95> 

INPUT VOLTAGE

200V

240V

50/60Hz
FREQUENCY

 

       EN 62471       EN 62471

      RG 05
     WARRANTY

YEARS

PROTECTION

SAMSUNG

LED TYPE

DRIVER

 LIFUD

SMD
2835

C
  ENERGY LABEL

BEAM ANGLE
120°

IP65
IP DEGREE

Ra

CRI
80≥

CLASS I

IK DEGREE

DIMMABLE
0/1~10V

www.keremark.com
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 SNOOPY 

D

H

D

 Models Watt Dimensions

K-10691 150W D309*H156

K-10692 200W D354*H161

K-10690 100W D254*H150

K-10690           15000lm 

 Code    Power Kelvin           Lumens 

 

4000K  100W

     

     
K-10692           30000lm 4000K  200W

K-10691           22500lm 4000K  150W

BEAM ANGLE
120°

lm/W
  150

EFFICIENCY

5
     WARRANTY

YEARS

IP65
IP DEGREE

INDOOR & OUTDOOR

PF

POWER FACTOR

0,95> 
Ra

CRI
80≥

INPUT VOLTAGE
100V

277V

50/60Hz
FREQUENCY

PROTECTION

CLASS I

PHILIPS
LED TYPE

DRIVER

 SOSEN

 

       EN 62471       EN 62471

      RG 0

IK PROTECTION

  ENERGY LABEL

D

DIMMABLE
0/1~10V

K-10693           15000lm 5000K  100W

     

     
K-10695           30000lm 5000K  200W

K-10694           22500lm 5000K  150W

120°

www.keremark.com

K-10694 150W D309*H156

K-10695 200W D354*H161

K-10693 100W D254*H150

                         | 63



 SNOOPY SENS 

www.keremark.com

Models Watt Beam Angle Dimensions

K-10697 150W 90° D309*H156

K-10698 200W 90° D354*H161

K-10696 100W 90° D254*H150

K-10700 150W 120° D309*H156

K-10701 200W 120° D354*H161

K-10699 100W 120° D254*H150

90° 120°

D

H

D

K-10697           15000lm 

 Code    Power Kelvin           Lumens 

 

4000K  100W

     

     
K-10699           30000lm 4000K  200W

K-10698           22500lm 4000K  150W

lm/W
  150

EFFICIENCY

5
     WARRANTY

YEARS

IP65
IP DEGREE

INDOOR & OUTDOOR

PF

  POWER FACTOR

0,95> 
Ra

CRI
80≥

INPUT VOLTAGE

100V

277V

50/60Hz
FREQUENCY

PROTECTION

 CLASS I

PHILIPS
LED TYPE

DRIVER

 SOSEN

 

       EN 62471       EN 62471

      RG 0
IK PROTECTION

  ENERGY LABEL

D

DIMMABLE
0/1~10V

K-10700           15000lm 5000K  100W

     

     
K-10702           30000lm 5000K  200W

K-10701           22500lm 5000K  150W

Modells Description

K-0146 Plug-in Sensor ( PIR Sensor + Light Sensor)

K-0147 Motion sensor remote control ( Microwave&PIR)

K-0145 Plug-in Sensor ( Micro-wave Sensor + Light Sensor)

64 |



 JORDON 

  

100W

K-E5000D          15000 lm 

 Code   Power Kelvin           Lumens 
 

4000K 100 W
     
K-E5001D          15000 lm 5700K 100 W

K-E5002D          22500 lm 4000K 150 W
     
K-E5003D    22500 lm 5700K 150 W

K-E5004D    30000 lm 4000K 200 W
     
K-E5005D        30000 lm 5700K 200 W

BEAM ANGLE
110°

lm/W
  150

EFFICIENCY

5
    WARRANTY

YEARS

IP DEGREE

 INDOOR & OUTDDOR

PF

 POWER FACTOR

0,98> 
Ra

CRI
80≥

INPUT VOLTAGE
200V

240V

50/60Hz
FREQUENCY

PROTECTION

CLASS I

  PHILIPS

LED TYPE

 DRIVER

   KML

SMD
3030

       EN 62471       EN 62471

      RG 0

IK PROTECTION

           Dimensions 

 

K-E5006D    36000 lm 4000K 240 W
     
K-E5007D        36000 lm 5700K 240 W

D
  ENERGY LABEL

-/+180
-150 150

-120 120

-90 90

-60 60

-30 30
0

  

150W

    

200W 240W

 

DIMMABLE
0/1~10V

IP65

www.keremark.com
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 ROCKY 

BEAM ANGLE
  90° lm/W

  190
EFFICIENCY

5
     WARRANTY

YEARS

IP65
IP DEGREE

INDOOR & OUTDOOR

PF

POWER FACTOR

0,95> 

Ra

CRI
70≥

  VOLTAGE
100V

277V

50/60Hz
FREQUENCY

PROTECTION

CLASS I

LED TYPE

DRIVER

 ZH

SMD
2835

K-10666           20900lm 

 Code    Power Kelvin           Lumens 

 

5000K  110W
     
K-10670           28500lm 5000K  150W

Dimensions:

     110W 

       EN 62471       EN 62471

      RG 0

  IK PROTECTION 

K-10674           38000lm 5000K  200W

150/200W 

  IK 10

190LM/W

B
  ENERGY LABEL

www.keremark.com
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C
  ENERGY LABEL

 BRUCE 

BEAM ANGLE
  110°

lm/W
  160

EFFICIENCY

5
  WARRANTY

YEARS

IP65
IP DEGREE

INDOOR & OUTDOOR

PF

POWER FACTOR

0,95> 
Ra

CRI
80≥

VOLTAGE
240V

220V

50/60Hz
FREQUENCY

PROTECTION

CLASS I

LED TYPE

DRIVER

 OSRAM

SMD
3030

 

       EN 62471       EN 62471

      RG 0

  IK PROTECTION
  IK 10

H
W

L

 Code Watt Dimensions

      K-E6000 120W L415*W310*H120MM

      K-E6001 200W L487*W362*H120MM

 MEANWELL
  O

UGR

UGR
21<

DIMMABLE
0/1~10V

K-E6000           19200lm 

 Code    Power Kelvin           Lumens 

4000K  120W
     
K-E6001           32000lm 4000K  200W

110°

www.keremark.com
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 CLAY 

K-16081           27000 lm 

 Code    Power Kelvin           Lumens 

5000K 200 W

BEAM ANGLE
60°

lm/W
  135

EFFICIENCY

3
    WARRANTY

 YEARS

IP 
IP DEGREE

INDOOR & OUTDOOR

PF

POWER FACTOR 

0,95> 

Ra

CRI
70≥

INPUT VOLTAGE
110V

277V

50/60Hz
FREQUENCY

CLASS ISAMSUNG

LED TYPE

DRIVER

   LIFUD

       EN 62471       EN 62471

      RG 0

IK PROTECTION
IK 07

  ENERGY LABEL

332.50

376.50

3
5
5
.0

0

3
6
9
.0

0

4
6
4
.4

2

348.50

62.25

40.00

293.17

1
9
2
.1

7

�11.00
�11.00

100.00
220.00

71.00

60°

E

66

www.keremark.com

68 |



 TREVOR 

K-16073           28000 lm 

 Code   Power Kelvin           Lumens 

 
5000K  200 W

BEAM ANGLE
  90°

lm/W
  140

EFFICIENCY

3
     WARRANTY

 YEARS

IP65
IP DEGREE

INDOOR & OUTDOOR

PF

 POWER FACTOR

0,90> 

Ra

CRI
80≥

INPUT VOLTAGE
100V

277V

50/60Hz
FREQUENCY

CLASS I
 LUMILEDS

LED TYPE

DRIVER

   KML

 

   

 Lens 90°  

   

Dimensions (unità: mm) 

       EN 62471       EN 62471

      RG 0

IK PROTECTION
IK 07

           Quick power connector 

1mt 3x1.5mm² cable included

D
  ENERGY LABEL

www.keremark.com
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ENERGY LABEL

 ALAN 

K-E1994           15000 lm 

Code   Power Kelvin           Lumens 

4000K  100 W
     
K-E1997          15000 lm 5000K 100 W

K-E1995          22500 lm 4000K 150 W

BEAM ANGLE
 90°

lm/W
  150

EFFICIENCY

5
     WARRANTY

YEARS

IP 66
IP DEGREE

INDOOR & OUTDOOR

PF

 POWER FACTOR

0,95> 

Ra

CRI
70≥

INPUT VOLTAGE
100V

277V

50/60Hz
FREQUENCY

CLASS I

 PHILIPS
LED TYPE

DRIVER

  SOSEN

Dimensions (unità: mm)

 

       EN 62471       EN 62471

      RG 0

IK PROTECTION
IK 08

H

W

L

Philips
Sosen

90°

WATT Dimensions

100W L354*W319*H53MM

150W L400*W359*H63MM

200W L430*W389*H63MM

WARRANTY

YEARS

K-E1998           22500 lm 5000K  150 W
     
K-E1996          30000 lm 4000K 200 W

K-E1999          30000 lm 5000K 200 W

www.keremark.com
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 KATRINA 

.2

.1

.5TIPO  III

Ultra wide asymmetrical 

DimensionsK-11106             8400 lm 

 Code    Power Kelvin           Lumens  

5000K    60 W

 BEAM ANGLE

  85*135°lm/W
  140

EFFICIENCY

3
     WARRANTY

YEARSIP65
IP DEGREE

PF

POWER FACTOR

0,90> Ra

CRI
80≥

INPUT VOLTAGE
100V

277V
50/60Hz

FREQUENCY

 SAMSUNG

  LED TYPE  DRIVER

ZHIHE

IK PROTECTION
IK 10

       EN 62471       EN 62471

      RG 0

D
  ENERGY LABEL

K-11110           14000 lm 5000K  100 W

20284

10142

5071

2
1

15213

100W

60W

4330.

26176.

30176.

42476.

1
4
0
. 0

0

14.00

78.77

70°x140° 

www.keremark.com
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IP 

K-0001  Code

IP Dgree

Cable section  

Ampere/Volt 16A 450VAC

         0.5~1.5mm²

IP 68

IP  

K-0004  Code

IP Degree

Cable section  

Ampere/Volt 26A 450VAC

        0.5~2.5mm² 

IP 68

3PIN QUICK CONNECTOR

K-0002Code

IP Degree

Cable section  

   Ampere/Volt 16A 500VAC

        0.75~1.5mm²

IP 30

68 CONNECTOR

OVERVOLTAGE PROTECTION DEVICE

2/3/5PIN QUICK CONNECTOR 

K-0134  Code

IP Degree

 Cable section  

   Ampere/Volt 16A 450VAC

           0.5~4mm²

IP 20

         Pin          2

K-0135

16A 450VAC

           0.5~4mm²

IP 20

         3

K-0136

16A 450VAC

           0.5~4mm²

IP 20

         5

www.keremark.com
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68 CONNECTOR 

K-0021Code

  Working Voltage/Un (VAC)

    Maximum continuous operating voltage/MCOV/Uc(VAC) 

Nominal discharge current/In(kA)

Maximum discharge current/Imax(kA)

Open circuit voltage/Uoc (kV)

Voltage protection level / on (V)

Terminal cable

Connection mode

Power supply system

Degree of protection

Temperature

Class Test IEC 61643-11

     Certification EN 61643-11 Type 2 and 3

Test Class II and III

-40°C~+85°C

IP 67 

TN 

Parallel connection 

Hose cable(1.0mm²) 

≤. 2kV(L-N,L-G/PE,N-G/PE)

10kV

10kA

5kA

320V

100-277V



  FENIX 

www.keremark.com

• Power supply: alternating current (AC)  230 Volt

• Maximum power: 8 Watt

• Control system: AT

• Emergency autonomy: >180min

• Battery: Ni-Cd SC3.6V/2Ah 

• Charging time: ≤24 ore

• Supply voltage range: 220-240V

• Luminous source: LED SMD2835

• Operating temperature: da 0°C a 45°C

• Insulation class: II

• Color temperature of light: 6500K 

• Rated input current: ≤0.1A

• Rated output current: 180mA

• Photobiological risk: Rg0

• Color rendering index (CRI): > 70

• Operative mode: SA/SE 

• Luminous flux in SA/SE: 525 lm SA / 290 lm SE

• Power frequency: 50/60Hz

• Power factor: ≥0.3

• Installation: on the wall, on the ceiling

• Number of batteries: 1

• Autotest: Yes (button)

• Charging indicator light: Yes (green light)

• Height: 68 mm

• Length: 352 mm

• Length: 110 mm

• Body material: Fire retardant polycarbonate

• Body color: White 

• Cover material: Transparent polycarbonate

• Diffuser finish: Transparent

• Reflector material: Polycarbonate

• IP degree of protection: Ip65 

• IK degree of protection: Ik08 

CODE: K-12002/6 

TECHNICAL SPECIFICATIONS 

CERTIFICATIONS
MECHANICAL SPECIFICATIONS

68mm

352mm

110mm

EN 61000-3-3:2013

EN 55015:2013+A1

EN 61547:2009

EN 61000-3-2:2014

EN 62471: 2008

EN 60598-2-22: 2014+AC:2016

EN 60598-1: 2015+A1:2018

EN 62031: 2018+A1:2013+A2:2015

EN 62493: 2015
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Features

• 3 ~ 40W LED Emergency Driver

• Slim design with size: L130mm * W58mm * H22mm

• Constant current output

• SELV output (10 ~ 150V)

• Overload and over-discharge protection

• Over-temperature protection

• Short circuit protection

• 3.7V 2400mAh (K-12701) or 3400mAh (K-12702) Li-ion battery

• Complies with the latest safety and EMC standards

Description

Specifications

85Vac-265Vac 3.7V 4W IP30 Class II

    Insulation class      IP Degree   Power output   Battery voltage

  UNIVERSAL
Code: K-12701 / K-12702  

• Compatible with 12 / 24V LED strips  

• Emergency time: 2 hours (K-12701) / 3 hours (K-12702)

This unit is in non-maintained mode, operates from 85Vac to 265Vac input voltage,

provides a constant current output, with a maximum output power of 4W in emergency mode.

The system will automatically switch to emergency mode in the event of a main power failure

Supply voltage 

  UNIVERSAL PRO
Code: K-12703

Features

• 5 ~ 60W LED Emergency Driver

• Slim design with size: L158mm * W42mm * H25mm

• Constant current output

• SELV output (10 ~ 120V)

• Overload and over-discharge protection

• Over-temperature protection

• Short circuit protection

• 11.1V 2000mAh Li-ion battery 

• Complies with the latest safety and EMC standards

• Compatible with 12 / 24V LED strips

• Emergency time: 3 hours 

Description

Specifications

176Vac-265Vac 11.1V 10W IP30 Class II

    Insulation class      IP Degree   Power output   Battery voltage

This unit is in non-maintained mode, operates from 176Vac to 265Vac input voltage,

provides constant current output, with a maximum output power of 10W in emergency mode.

The system will automatically switch to emergency mode in the event of a main power failure

Supply voltage  
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  LiFePO4
Code: K-LED-F1E B/B  

● 

● Emergency kit for LED products with external driver   

● Input voltage: AC85-265V, 50-60Hz 

● Output voltage: DC12-210V 

● Emergency power: 3W  

● Battery: 6.4V 1500mAh LiFePO4  

● Duration in emergency: 3 hours 

● Charging time: 24 hours 

●  

                          
Demensions:

 ● IP protection degree: IP30 

● Fire resistant PC casing 

● Environmental temperature: 5 to 50 °C 

     
                                                                                                               

● Self-check function: 

 Monthly Inspection: The system simulates a power outage every 30 days for 35 seconds.

 

  
Annual Inspection: The system simulates a power outage every 365 days and for 3 hours or until the battery runs out.

 

 

 

 

158mm

42mm

25mm

Size of the status LED / self-test button

ø12mmø22mm

Features

5 ~ 60W LED Emergency Driver

Overload and over-discharge protection

It will turn o ffand automatically return to the mains power state if there are no faults.

It will turn o ffand automatically return to the mains power state if there are no faults
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  MINI BUD 
Code   K-12711

AC 85~265V

≤ 2s

Working voltage

Conversion time to EM

Battery

Emergency time

IP 30

         243*41*28mm

180~60min

11.1V  -  2600mAh

0.8V 250V

5A 50V

AC fuse

DC fuse

Working temperature

IP Degree

Dimensions

 5~25WEmergency output power

-10° ~ +50°C

  BUD 

  Code Specifications

50W Li-ion 18.5V 2600mAh

100W Li-ion 18.5V 8000mAh

K-12599

K-12600

K-12603

K-12602 200W Li-ion 22.2V 10400mAh

300W Li-ion 22.2V 15600mAh

150W Li-ion 22.2V 7800mAhK-12601

● 50 ~ 300W LED Emergency Driver  

●    Degree of protection IP42 

● Usable with, UFO High Bay light,  

and other LED lamps  

● Input voltage AC85V-265V 

 

● High-capacity lithium-ion battery 

 
 

overload and over-discharge protection

  Code Specifications

50W Li-ion 18.5V 4400mAh

100W Li-ion 18.5V 10000mAh

K-12604

K-12605

K-12608

K-12607 200W Li-ion 22.2V 15600mAh

300W Li-ion 22.2V 23400mAh

150W Li-ion 22.2V 10400mAhK-12606
 

 90MIN EM  

 60MIN EM  

This emergency driver is GB17945-2010 compliant, 

it is suitable for all 3-25W LED lamps with internal IC driver. 

(this device can NOT be used for RC driver LED lights).



  HILL 
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  Code Specifications

30W Emergency K-12501/30

YELLOW/GREEN

AC L

BLACK

EMERGENCY
LED DRIVER

GREEN

WHITE

DIM -DIM +

AC POWER

BLACK

ORANGE

RED

DRIVER N

BROW

WALL SWITCH

CHARLY 
HIGH BAY

  HILL 

Input voltage: 100 ~ 240Vac, 50 / 60Hz

Input current: 200mA max

Output voltage: 170Vdc

Emergency Power: 30W

Charging time: 36 hours

Duration in emergency: 3 hours

Warranty: 3 Years

Ambient temperature: 0 ~ 50 ° C

Weight: 2.62kg

Rated input power: 10W

Battery: Li-ion

 Code Specifications

40W Emergency K-12501/40

Input current: 200mA max

Output voltage: 170Vdc

Emergency Power: 40W

Charging time: 36 hours

Duration in emergency: 1.5 hours

Warranty: 3 Years

Ambient temperature: 0 ~ 50 ° C

Weight: 1.68kg

Rated input power: 12W

Battery: Li-ion

Check compatibility with your High Bay Driver, 

using the compatibility list on the Keremark website

Input voltage: 100 ~ 240Vac, 50 / 60Hz
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  ROGER 

Code   K-LED-SPT3

AC 220~240V

≤ 5s

Working voltage

Tempo conversione in EM

Battery

Emergency time

IP 20

  180min

3.7V  -  2200mAh

Working temperature

IP Degree

    3WOutput power 

-0° ~ +50°C

www.keremark.com

CHARACTERISTICS

• 3W emergency downlight

• Self-Test button

• SA - Always on / SE -Emergency only

• Duration in emergency 180min

• Made with fire retardant materials

• Flush mounting

• Dimensions: ø55mm



EMERGENCY KIT COMPATIBILITY TABLE

24V IP33/IP65 - LED STRIPS  

Pag. / Product Cat.               Emergency model                    Emergency codes                         Page Emergency kit

UNIVERSAL                                            K-12701 / K-12702 

         Pag. 4~11 

          Pag. 75     

UNIVERSAL PRO

LiFePO4

                                           K-12703 

                                           K-LED-F1E B 

LED PANELS   

UNIVERSAL                                            K-12701 / K-12702 

         Pag. 42~51 UNIVERSAL PRO

LiFePO4

                                           K-12703 

                                           K-LED-F1E B 

          Pag. 75     

          Pag. 76     

          Pag. 75     

          Pag. 75     

          Pag. 76     

LIMM / LEX   

UNIVERSAL                                            K-12701 / K-12702 

         Pag. 53~54 UNIVERSAL PRO

LiFePO4

                                           K-12703 

                                           K-LED-F1E B 

          Pag. 75     

          Pag. 75     

          Pag. 76     

BERT   

MINI BUD                                            K-12711          Pag. 55~56           Pag. 77     

LED TUBES   

MINI BUD                                            K-12711          Pag. 57~58           Pag. 77     

COSMO - MOLLY   

UNIVERSAL PRO                                            K-12703          Pag. 59/60           Pag. 75     

CHARLY   

BUD                                            K-12600~12603 / K-12605~12608 
         Pag. 62 

          Pag. 77     

HILL                                            K-12501/40           Pag. 78     

SNOOPY   

BUD                                            K-12600~12603 / K-12605~12608          Pag. 63~64           Pag. 77     

JORDON   

BUD                                            K-12600~12603 / K-12605~12608 
         Pag. 65 

          Pag. 77     

HILL                                            K-12501/40           Pag. 78     

ROCKY   

BUD                                            K-12601~12603 / K-12606~12608          Pag. 66           Pag. 77     

BRUCE   

BUD                                            K-12601~12603 / K-12606~12608 
         Pag. 67 

          Pag. 77     

HILL                                            K-12501/40           Pag. 78     

CLAY   

BUD                                            K-12602 / 12603 / K-12607 / K-12608          Pag. 69           Pag. 77     

TREVOR   

BUD                                            K-12602 / 12603 / K-12607 / K-12608          Pag. 70           Pag. 77     

ALAN   

BUD                                            K-12600~12603 / K-12605~12608          Pag. 71           Pag. 77     

www.keremark.com
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EASY   

BUD                                            K-12602 / 12603 / K-12607 / K-12608          Pag. 68           Pag. 77     
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  BUTTERFLY 

Photometry
 

Lens 40°   Lens 20°   

Lens 60°   Lens 90°   

Lens 140°x100°   

K-9600           64000lm 

 Code   Power Kelvin           Lumens  

5700K  400W
     
K-9601          76800lm 5700K 480W

K-9602          96000lm 5700K 600W
     
K-9603    115200lm 5700K 720W

lm/W
  160

EFFICIENCY

5
      WARRANTY

YEARS

IP65
IP DEGREE

PF

     POWER FACTOR

0,95> 

     INPUT VOLTAGE

180V

528V

50/60Hz
FREQUENCY

 LUMILEDS

  LED TYPE

DRIVER

   

K-9604           128000lm 5700K  800W
     
K-9605          153600lm 5700K 960W

K-9606           160000lm 5700K 1000W
     
K-9607     192000lm 5700K 1200W

 IK PROTECTION
IK 08

       EN 62471       EN 62471

      RG 0

K-9608           230400lm 5700K 1440W
C

          ENERGY LABEL
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  WEMBLEY 

K-9700          19200 lm 

  Code   Power Kelvin           Lumens 

5700K  120 W
     
K-9701          38400 lm 5700K 240 W

K-9702            48000 lm 5700K  300 W
     
K-9703          76800 lm 5700K 480 W

K-9704          115200 lm 5700K  720 W
     
K-9705          153600 lm 5700K 960 W

K-9706          192000 lm 5700K  1200 W
     
K-9707          240000 lm 5700K 1500 W

Photometry
 

Lens 40°   Lens 20°   

Lens 60°   Lens 90°   

Lens 140°x100°   

 

lm/W
  160

EFFICIENCY

5
      WARRANTY

YEARS

IP65
IP DEGREE

PF

     POWER FACTOR

0,90> 

     INPUT VOLTAGE

100V

277V

50/60Hz
FREQUENCY

 LUMILEDS

  LED TYPE

DRIVER

   

  IK PROTECTION
IK 08

       EN 62471       EN 62471

      RG 0

C
          ENERGY LABEL

Kelvins available: 3000/4000/5000/5700/6000K



K-9803           35000lm 

 Code   Power Kelvin           Lumens 

5700K  250 W
     
K-9804          42000lm 5700K 300 W

K-9815            56000lm 5700K  400 W
     
K-9805          70000lm 5700K 500 W

K-9806            70000lm 5700K  500 W
     
K-9807            84000lm 5700K 600 W

K-9809          105000lm 5700K    750 W
     
K-9816          112000lm 5700K   800 W

 

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

UNIT:cd

C0/180,15.7°

UNIT:cd

C30/210,15.8°

UNIT:cd

C60/240,15.4°

UNIT:cd

C90/270,15.2°
AVERAGE BEAM ANGLE(50%):15.6 DEG

0

40000

80000

120000

160000

0

30

60

90

120

150-150

-120

-90

-60

-30

UNIT:cd

C0/180

UNIT:cd

C90/270

AVERAGE BEAM ANGLE(50%):47.4 DE G

0

5400

10799

16199

21598

26998

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

UNIT:cd
C0/180,87.1°

UNIT:cd

C30/210,85.7°

UNIT:cd

C60/240,84.7°

UNIT:cd

C90/270,84.6°
AVERAGE BEAM ANGLE(50%):85.5 DEG

0

5000

10000

15000

20000

25000

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

UNIT:cd
C0/180,54.9°

UNIT:cd

C30/210,55.0°

UNIT:cd

C60/240,55.3°

UNIT:cd

C90/270,55.2°
AVERAGE BEAM ANGLE(50%):55.1 DEG

0

9000

18000

27000

36000

Lente 15° 

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

UNIT:cd

C0/180,28.7

UNIT:cd

C30/210,28.5

UNIT:cd

C60/240,28.6

UNIT:cd

C90/270,28.6
AVERAGE BEAM ANGLE(50%):28.6 DEG

0

30000

60000

90000

120000

Lente 30° 

Lente 45° Lente 60° 

Lente 90° 

  MARACANÀ 
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   Modules

    1

K-9810          126000lm 5700K  900 W
     
K-9808          140000lm 5700K  1000 W

K-9812          150000lm 5700K  1000 W
     
K-9817          168000lm 5700K 1200 W

K-9813          180000lm 5700K  1200 W
     
K-9811          210000lm 5700K 1500 W

K-9818          240000lm 5700K    1600 W
     
K-9814          300000lm 5700K   2000 W

    1

    1

    1

    2

    2

    3

    2

    3

    2

    4

    3

    4

    3

    4

    4
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lm/W
  140/150

EFFICIENCY

5
      WARRANTY

YEARS

IP
IP DEGREE

PF

     POWER FACTOR

0,95> 

     INPUT VOLTAGE

100V

305V

50/60Hz
FREQUENCY

  LED TYPE

DRIVER

   

  IK PROTECTION
IK 08

       EN 62471       EN 62471

      RG 0

D
           ENERGY LABEL

66

Photometry

Kelvins available: 3000/4000/5000/5700/6000K
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CUSTOMIZABLE LED SIGNS

  Contact us to receive a personalized   

  LED signs for both indoor and outdoor use

   

quote based on your needs! 
   



PROFESSIONAL LED LIGHTING SOLUTIONPROFESSIONAL LED LIGHTING SOLUTIONPROFESSIONAL LED LIGHTING SOLUTION

WWW.KEREMARK.COMWWW.KEREMARK.COMWWW.KEREMARK.COM



WWW.KEREMARK.COM

info@keremark.com
sales-italy@keremark.com
sales-europe@keremark.com

Keremark Group L.T.D.

Yan Huniadi Blvd  37, 9027 Varna Bulgaria 

(+359) 899945080

            PROFESSIONAL LED LIGHTING   


